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SUMMARY 
The focus of this work was to provide additional data to supplement the work reported in 
NASA/CR—2015-218868 (Berdanier and Key, 2015b). The aim of that project was to 
characterize the fundamental flow physics and the overall performance effects due to increased 
rotor tip clearance heights in axial compressors. Data have been collected in the three-stage axial 
research compressor at Purdue University with a specific focus on analyzing the multistage 
effects resulting from the tip leakage flow. Three separate rotor tip clearances were studied with 
nominal tip clearance gaps of 1.5%, 3.0%, and 4.0% based on a constant annulus height. 
Overall compressor performance was previously investigated at four corrected speedlines 
(100%, 90%, 80%, and 68%) for each of the three tip clearance configurations. This study 
extends the previously published results to include detailed steady and time-resolved pressure 
data at two loading conditions, nominal loading (NL) and high loading (HL), on the 100% 
corrected speedline for the intermediate clearance level (3.0%). Steady detailed radial traverses 
of total pressure at the exit of each stator row are supported by flow visualization techniques to 
identify regions of flow recirculation and separation. Furthermore, detailed radial traverses of 
time-resolved total pressures at the exit of each rotor row have been measured with a fast- 
response pressure probe. These data were combined with existing three-component velocity 
measurements to identify a novel technique for calculating blockage in a multistage compressor. 
Time-resolved static pressure measurements have been collected over the rotor tips for all 
rotors with each of the three tip clearance configurations for up to five loading conditions along 
the 100% corrected speedline using fast-response piezoresistive pressure sensors. These time- 
resolved static pressure measurements reveal new knowledge about the trajectory of the tip 
leakage flow through the rotor passage. Further, these data extend previous measurements 
identifying a modulation of the tip leakage flow due to upstream stator wake propagation. 
Finally, a novel instrumentation technique has been implemented to measure pressures in 
the shrouded stator cavities. These data provide boundary conditions relating to the flow across 
the shrouded stator knife seal teeth. Moreover, the utilization of fast-response pressure sensors 
provides a new look at the time-resolved pressure field, leading to instantaneous differential 
pressures across the seal teeth. 
Ultimately, the data collected for this project represent a unique data set which contributes 
to build a better understanding of the tip leakage flow field and its associated loss mechanisms. 
These data will facilitate future engine design goals leading to small blade heights in the rear 
stages of high pressure compressors and aid in the development of new blade designs which are 
desensitized to the performance penalties attributed to rotor tip leakage flows. 
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CHAPTER 1: INTRODUCTION 
Rising fuel costs and environmental concerns are continuing to drive gas turbine engine 
development toward increased overall efficiency and decreased fuel burn. However, achieving 
these goals will likely lead to smaller gas turbine engine cores for two reasons. First, 
improvements in materials and cooling schemes allow increased turbine inlet temperatures and, 
thus, increased overall pressure ratios (OPR) that will allow for higher thermal efficiencies. For a 
given engine size, an increased OPR is most easily accommodated through added stages. Second, 
larger bypass ratios lead to increased propulsive efficiencies in turbofan engines. For large 
aircraft, current under-wing engine mounting arrangements are limited in their ability to 
accommodate larger fan diameters. For small aircraft, the nacelle is already a significant 
contributor to overall aircraft drag and an increased fan diameter could have an overall negative 
effect. As these limits for the outer diameter of a turbofan are encountered, designers are turning 
their attention to reducing the size of the core as a means for increasing the bypass ratio. Both of 
these driving factors result in smaller blading, especially in the rear stages of a high-pressure 
compressor (HPC). 
As engine cores become smaller, the flow path area decreases, and the losses in the endwall 
regions become more significant as they comprise a larger percentage of the total flow field. 
Additionally, tip clearances will not scale with the decreased blade size because of 
manufacturing tolerances and the margin needed for transient operation and thermal growth. As a 
result, a smaller core leads to rotor tip clearance heights which are large relative to the blade size. 
A larger relative tip clearance height leads to increased blockage due to the associated tip 
leakage flows, as well as potential issues with stage matching at off-design operating conditions. 
Previous research has suggested increased tip clearance-to-blade-height ratios causes decreased 
efficiency and pressure rise capability. Similarly, the ratio of clearance-to-chord may also 
increase, leading to a decrease in stall margin. Thus, small blade heights with increased relative 
clearances are expected to have a detrimental impact on HPC efficiency and operability. 
However, these concerns with large tip clearance heights relative to blade size are not 
specific to new engine designs. Existing engine designs are also subject to these potential 
performance detriments as in-service deterioration results in larger clearances in compressors. 
The development of designs that are de-sensitized to large tip clearances would provide the 
ability to avoid the penalties of reduced stall margin and reduced efficiency typically associated 
with in-service deterioration. However, the flow physics of these tip leakage flows must be better 
understood in a multistage environment to generate these new designs – an understanding which 
must extend beyond the design point to also improve off-design compressor performance. 
1.1. Background 
1.1.1. Survey of Literature 
Over the years, several dedicated literature reviews have summarized the body of work 
focused on tip clearance effects in compressors: Reeder (1968) and Peacock (1982, 1983). 
Experimental campaigns investigating several rotor tip clearances have typically been limited to 
isolated rotors or single stage machines operating in a low-speed regime. In particular, the results 
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 published by Hunter and Cumpsty (1982), Inoue et al. (1986), McDougall (1990), and Goto 
(1992) have helped to understand the overall performance effect of increased rotor tip clearance 
for idealized environments experiencing a clean inlet flow, free from the effects of an upstream 
stage. Multistage low-speed four-stage research compressors such as the facility used by Wisler 
(1985), and a similar facility by Tschirner et al. (2006), provide the important multistage flow 
environment which is expected to affect the rear stages of an HPC. However, these low-speed 
measurements often do not accurately represent the Reynolds numbers and Mach numbers 
present in the rear stages of an HPC, nor do they incorporate appreciable compressibility effects. 
Using data collected from multistage compressors of varying designs, Freeman (1985) 
gives a thorough overview of rotor tip clearance effects in axial compressors. This information 
provides a valuable summary of overall performance effects for varying rotor tip clearance 
heights, but it does not address the underlying flow physics and stage-to-stage impact of tip 
leakage flows. 
Of the existing studies considering several rotor tip clearance heights, few have studied the 
effects of rotor tip clearance heights larger than 3% blade span. Also, many published results 
have focused efforts toward building a detailed understanding of the fundamental leakage flow 
physics at a single rotor tip clearance height, instead of combining knowledge gained from 
several clearance heights: e.g., Lakshminarayana et al. (1982a, 1982b), Shin et al. (2008), and 
Sans et al. (2013). 
Experimental results from cascades have also been beneficial to the growth of knowledge 
relating to tip clearance flows. Of note, Williams et al. (2010) recently used a cascade to 
investigate very large tip clearances up to 6% of annulus height, which is representative for the 
HPC stages of industrial gas turbines. As expected, losses increased with increasing tip clearance, 
however, losses leveled off for clearances larger than 4% annulus height. The authors 
hypothesized that for large tip clearances, the effect of the endwall became less important, and 
the flow through the tip gap behaved more like that of a wing tip vortex since the casing had less 
impact on the leakage flow. 
1.1.2. Characteristics of Tip Leakage Flows 
The static pressure difference across the rotor tip clearance is the primary mechanism 
driving the flow through the tip gap. In addition to the pressure-driven flow, the relative motion 
between the rotor blade and the stationary casing endwall also creates a shear-driven flow. 
Without a tip clearance, there exists a separation in the corner between the suction surface of the 
blade and the endwall as the low-velocity fluid near-wall flow is unable to negotiate the required 
pressure gradient as the radius of curvature decreases. The presence of a small tip clearance can 
be beneficial since it will energize the separation-prone fluid. Although some authors have 
suggested the existence of this optimal clearance height which could lead to a peak efficiency 
condition, this clearance is typically smaller than what can be achieved for mechanical reasons. 
In most applications, the tip leakage flows found in compressor rotors are responsible for entropy 
generation, loss in peak pressure rise, and decreased stall margin (Cumpsty, 2004). 
In a canonical study, Wisler (1985) measured a change in overall compressor performance 
with increased tip gap in a four-stage low-speed research compressor (LSRC) at GE. When the 
tip clearance was increased from 1.36% to 2.8% of blade height, the overall compressor 
efficiency dropped by 1.5 points, and peak pressure rise was reduced by 9.7%. Wisler also 
showed a decrease of operability range by an 11% increase of stalling flow coefficient.  
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 Some authors have discussed the formation of a shear layer and a vortex sheet as a result of 
the leakage fluid passing through the rotor tip gap interacting with the adjacent blade passage. 
Storer and Cumpsty (1991) used cascade measurements to show that the tip leakage vortex 
increased in size and strength as the clearance was increased. Once the leakage vortex separates 
from the blade surface, it may “burst,” or break down into a high-loss region creating significant 
blockage to the main throughflow. The diffusive nature of the flow field contributes to this 
breakdown as the leakage vortex grows circumferentially and radially during its travel through 
the rotor passage. While passing through the tip gap, however, the clearance flow experiences 
little loss. Instead, the primary loss mechanism is due to the diffusive mixing that occurs when 
the jet-like clearance flow issues into the main passage flow. 
Using measurements acquired on the same LSRC used by Wisler (1985), Yoon et al. (2006) 
showed that the tip leakage vortex strengthens and moves upstream as flow coefficient is reduced 
and also as tip clearance is increased. New findings from this experiment include that the tip 
vortex was weakened and moved downstream as stagger was increased. At very large clearances 
(5.5% chord), the vortex exhibited a change in trajectory because of a sudden increase in flow 
between mid-chord and trailing edge. This pushed the tip vortex toward the neighboring blade. 
This circumferential flow trajectory increases the potential existence of a double leakage 
flow condition, as introduced by Khalsa (1996). Double leakage refers to the case when the tip 
leakage flow convects across the blade passage at a high trajectory angle and passes through tip 
clearance of the adjacent blade. In this case, the low-pressure fluid contained in the tip clearance 
flow faces a potentially compounding loss as it passes through the second clearance gap. The 
presence or absence of this effect is dependent upon the loading of the blade row through its 
effect on the trajectory of the vortex and the solidity of the blade row (Dickens and Day, 2011). 
The role of the upstream stator is important for the development of the tip leakage flow. In 
particular, Mailach et al. (2008) used Laser Doppler Anemometry to investigate the tip region of 
a four-stage low-speed research compressor. The upstream stator wakes had a profound 
influence on the trajectory of the tip leakage vortex, the intensity of the tip leakage vortex, and 
the position of maximum tip leakage flow along the chord. This same interaction has also been 
addressed recently by other authors (Smith et al., 2016; Krug et al., 2015). 
Sirakov and Tan (2003) used time-accurate Reynolds-averaged Navier-Stokes simulations 
to understand the role of unsteadiness on rotor tip leakage flows by replacing the effect of an 
upstream stator with representative wake deficits. Two situations were investigated for their 
study: a steady wake deficit and a pulsing wake deficit – the second representing what would be 
experienced by a rotating blade row. The authors observed a beneficial unsteady interaction 
between the rotor and (simulated) stator, which was attributed to the suppression of the double 
leakage phenomenon. 
1.1.3. Computational Validation Using High-Speed Experimental Data 
Detailed experimental datasets are critical for validating computational models of tip 
leakage flow effects on compressor performance. Suder and Celestina (1996) compared 
computations to experimental data obtained in the single stage transonic compressor (Stage 37) 
facility at NASA Glenn Research Center. Two loading conditions (peak efficiency and near stall) 
were investigated at two operating speeds: 60% speed with subsonic flow and 100% speed where 
the shock structure could be studied. The tip clearance at design speed was 0.5% span (0.7% 
chord). Laser anemometer measurements captured the interactions between the tip leakage 
vortex and the shock structure at high speeds. These authors showed that the radial influence of 
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 the tip leakage flows extended over a range up to twenty times the physical clearance at 
operating speeds for which shocks were present. At the subsonic conditions, however, the radial 
influence of the leakage flow was reduced to only five times the physical clearance.  
These experimental data for Stage 37 allowed Van Zante et al. (1999) to investigate 
computational models of the tip clearance flow field focusing on the impact of grid topology, the 
numerical treatment of the tip gap, and their effects on the solution. The authors found that 
gridding the tip gap did not provide any advantages over using a simple tip clearance model, but 
the wall-bounded shear layer was an important component to the tip clearance flow, especially 
when the difference between the relative velocities of the leakage jet and casing was large. Gupta 
et al. (2003) agreed that sufficient clustering of grid points near the casing, as a method for 
capturing the shear layer, was critical to a successfully modeling the tip leakage flows. However, 
these authors were able to achieve the best results by using a square tip and fully resolving the tip 
gap rather than using approximate methods. A summary of these and other difficulties affecting 
computational models for turbomachinery applications, including tip clearance gap modeling 
challenges, is addressed by Denton (2010). 
The observations by Van Zante et al. (1999) and Gupta et al. (2003) provide an excellent 
example of how a quality experimental dataset can be used to calibrate CFD models. However, 
the isolated rotor and single stage environment does not capture all of the important flow physics 
present in a multistage compressor. In particular, spanwise mixing and endwall boundary layers 
are influenced by upstream stages. These, in addition to the tip leakage flow, are major 
contributors to blockage in the endwall region and can lead to stage matching issues (Cumpsty, 
2004). 
1.1.4. Spanwise Mixing 
Spanwise mixing is responsible for distributing the high losses associated with the endwall 
flows toward mid-span. For geometry with low aspect ratios, this spanwise mixing component 
must be accurately modeled to capture the flow field correctly. Adkins and Smith (1982) 
developed a spanwise mixing model which suggested secondary flow generated spanwise and 
cross-passage velocities to enhanced mixing, and it agreed well with several test cases. However, 
because this model was based on inviscid secondary flows, it was not adequate for cases with 
significant regions of separated flow, including high loading or other off-design cases. 
A different mechanism responsible for spanwise mixing was proposed by Gallimore and 
Cumpsty (1986). Using an ethylene tracer gas technique, these authors concluded that turbulent 
diffusion, rather than the radial velocity associated with secondary flows, was the main 
mechanism for spanwise mixing. For this analysis, the experiments were performed near a peak-
efficiency point, but off-design conditions with highly separated flows were not investigated.  
In fact, both of the mechanisms identified by Adkins and Smith (1982) and Gallimore and 
Cumpsty (1986) can be important. Wisler et al. (1987) used the ethylene tracer gas technique and 
hot-wire anemometry to investigate mixing at design loading and high loading operating 
conditions. In the “free stream region,” they found the primary mechanism for mixing was 
turbulent diffusion. In the endwall regions and along the blade surfaces, though, secondary flow 
effects were equally responsible, if not slightly more important than turbulent diffusion. A 
follow-on computational study by Leylek and Wisler (1991) confirmed the importance of both 
turbulent diffusion and secondary flows in the spanwise mixing process. However, these authors 
noted important considerations to accurately recreate spanwise mixing representative of real 
engine operating environments. Of note, the turbulence intensity associated with upstream blade 
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 and vane wakes must be appropriately introduced, and the blade row inlet endwall boundary 
layer must be adequately represented to achieve the secondary flow field.  
The single stage low-speed study conducted by Goto (1992) at the Whittle Laboratory 
investigated the effect of different rotor tip clearances (up to 3% chord) on the flow field in the 
downstream stator, with an emphasis on spanwise mixing. As the tip clearance increased, the 
blockage in the tip region increased and led to a decrease in wake size near the stator hub and a 
suppression of the unsteadiness in the hub region. 
1.1.5. Blockage and Stage Matching 
In compressors, blockage represents the reduction of flow area due to the existence of low 
momentum fluid. Blockage will increase the velocity in the core flow region, thereby reducing 
the work done by the rotor on the core flow. As endwall boundary layers grow at off-design 
operating conditions, stage matching problems may be introduced. However, a lack of 
understanding for this endwall boundary layer growth in multistage axial compressors also exists 
at design conditions and typically forces designers to rely on correlations, as explained by 
Cumpsty (2004). 
The most significant body of data on compressor endwall boundary layers was acquired by 
Smith (1970) in the four-stage LSRC at GE. These data showed that blockage was essentially 
unchanged across a repeating stage, and blockage was a function of tip clearance and loading 
condition. However, the repeating-stage model is valid for multistage compressors with large 
aspect ratios and relatively small clearances. The repeating stage condition was not achieved for 
an aspect ratio of 1.96, the lowest aspect ratio tested by Smith. The rear stages of high pressure 
core compressors typically have aspect ratios on the order of unity. Thus, further information 
must be collected under these conditions to supplement the data published by Smith. 
Cumpsty (1986) presented measurements from a four-stage compressor at lower Reynolds 
numbers. The data indicated that the rotor tip clearance (or stator hub clearance) was a critical 
parameter for determining the endwall boundary layer thickness. Using a model developed to 
relate the flow through the tip clearance to the downstream blockage, Khalid et al. (1999) 
proposed that the total pressure loss in the endwall region resulted from the interaction of tip 
leakage flows and passage flows, and the vortical structure associated with the leakage vortex 
was deemed less important. Khalid et al. also correlated endwall blockage with aerodynamic 
loading on the blade. Data acquired by Suder (1998) on the isolated transonic rotor (Rotor 37) 
showed that the blockage in the endwall region increased with blade loading in agreement with 
Khalid’s correlation. Further, 3D Particle Image Velocimetry (PIV) measurements collected by 
Wernet et al. (2005) in a large-scale four-stage low-speed compressor at NASA Glenn Research 
Center showed that the radial velocity component was important in determining the radial extent 
of influence of the tip leakage flows and the blockage associated with these flows. 
1.1.6. Stator Hub Seal Leakage Flow 
The influence of seal leakage flows for shrouded stators in multistage compressor has been 
evaluated by several researchers in the past. Mahler (1972) conducted a thorough assessment of 
many dynamic sealing technologies in gas turbine engines. From that study, Mahler notably 
reported a series of correlations describing the relationship between discharge coefficient and 
flow parameters (e.g., Reynolds number, tooth clearance, tooth geometry) for knife seal teeth. 
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 Beyond this, Mahler (1972) and Freeman (1985) specifically outlined efficiency penalties 
incurred as a result of increased knife seal clearance gaps. 
Wellborn (1996) presented results from experimental data collected in a four-stage low-
speed axial compressor, and those data were the foundation for a parametric study geared toward 
improving design theory for sealing technologies. Wellborn’s measurements interrogated the 
relationship between the shrouded stator seals and the primary throughflow, and the data 
collected served as detailed boundary conditions from which to build high-quality computational 
models comparing with the experimental results. Details of these boundary condition data, as 
well as a preliminary comparison with computational results, are given by Wellborn and Okiishi 
(1999). 
From the computational modeling approach, LeJambre et al. (1998) identified the value of 
incorporating seal cavity geometries. Heidegger et al. (1996) further showed how the presence of 
seal cavity geometries can significantly influence the simulated performance of the primary 
throughflow for the stator row, as flow is removed and reintroduced. These authors showed that 
the importance of including these effects increases as the compressor speed increases. As a 
follow-on to the experimental data campaigns led by Wellborn (1996), Wellborn et al. (2000) 
presented the results of a one-dimensional seal cavity model which was implemented with the 
average-passage solver, APNASA, to create a powerful analysis and design tool for seal cavity 
flows. 
More recently, Yoon et al. (2015) studied the influence of seal tooth count while assessing 
stator hub configuration. Computational modelers continue to seek the ability to accurately 
model shrouded stator seal cavity flows, and the debate of cantilevered versus shrouded stators in 
the context of leakage flows and loss mechanisms is a closely-coupled part of this modeling 
desire. 
1.2. Program Objectives 
NASA led a Turbomachinery Technical Working Group that provided a list of propulsion 
improvements necessary to meet the Subsonic Fixed Wing (SFW) project goals, specifically 
allowing the project to meet its N+1 and N+2 reduced fuel burn goals. One of the main topics on 
the list was tip leakage flows in high pressure ratio cores. The group anticipates that the smaller 
cores will result in blade tip clearances of 2% to 4% of blade height, and the resulting 
compressor efficiency loss due to the leakage flow through the tip gap could be as high as 5 
points, corresponding to a specific fuel consumption (SFC) effect on the order of 3% (Heidmann, 
2009). Thus, reductions in these endwall and tip leakage losses are absolutely necessary to 
realize SFC improvements. 
The research presented in this report supports NASA’s strategic goals of reduced fuel burn 
in the SFW area by contributing to the understanding of core compressor losses associated with 
tip leakage flows and other endwall losses. Once the flow physics associated with these losses 
are understood, CFD models can be generated to accurately predict off-design performance. 
These data will be instrumental in calibrating predictive tools for multistage compressor 
performance. Before designs attempting to mitigate or desensitize compressor performance to 
large tip clearances can be successfully achieved, the flow physics associated with these large tip 
clearance flows must be well understood and accurately predicted. The data acquired in this 
project help to illuminate such flow physics. 
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 The objective of this research project was to provide detailed flow field measurements in a 
three-stage axial compressor typical of the rear stages in an HPC. The availability of these data 
provides an opportunity to calibrate existing CFD tools for off-design prediction and stage 
matching. The experimental campaign has measured the flow field for three different rotor tip 
clearances: a baseline case with a 1.5% tip clearance (with respect to annulus height), a 3.0% tip 
clearance, and a large tip clearance of 4.0%. A comparison of three different tip clearance 
configurations allows the performance deltas between configurations to be captured. Overall 
compressor performance maps have been acquired, as well as detailed flow field measurements. 
A combination of traditional measurement techniques such as steady and time-resolved total 
pressures, as well as over-rotor static pressures, interrogate flow structures in the embedded stage 
of a multistage compressor. Furthermore, a unique instrumentation design facilitates 
measurements of time-resolved pressures in the shrouded stator cavity, leading to differential 
pressure data across the knife seal teeth. This project represents the continuation of one of the 
few complete databases available in the open literature, and the only database focused on 
multistage flow in the rear stages of an HPC with large relative tip clearances. 
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 CHAPTER 2: EXPERIMENTAL METHODS 
2.1. Research Facility 
2.1.1. Integral Facility Components 
The Purdue University three-stage axial compressor research facility is a geometrically-
scaled design which models the rear stages of a high-pressure core compressor. In particular, the 
facility features engine-representative Reynolds numbers and Mach numbers, which makes it a 
useful vehicle for research at a high technology readiness level. Furthermore, the intermediate 
rotational speed regime and the multistage design of the facility create unique opportunities to 
analyze an “embedded” stage and complex multistage flow effects. 
The Purdue three-stage compressor facility features a 6061 aluminum casing and all 
blading is machined from 17-4 stainless steel. The compressor comprises an inlet guide vane 
(IGV) followed by three stages. The inlet guide vane and the three rotor rows are double-circular 
arc (DCA) designs, and the three stator vane rows are NACA 65-series airfoils. All three of the 
rotor rows are integrated bladed rotor (IBR) “blisk” designs, such that each of the three rotor 
rows represents one solid piece of material. Further, each of the stationary vane rows has been 
created as a 180-degree monolithic segment, with vanes which are fully-shrouded at the inner 
and outer diameters. Specific geometric parameters for the blading in the facility are outlined in 
Table 2.1. 
Each of the stationary vane rows is individually circumferentially indexable for up to two 
full stator vane passages, allowing circumferential flow variations to be measured with stationary 
instrumentation. Each of the vane rows is moved with a pair of linear actuators during 
compressor operation, and precision string potentiometers provide feedback control of the vane 
positions. This two-vane circumferential measurement capability was an expansion beyond 
previous capabilities which was made possible through the compressor casing hardware required 
for this project. 
 
Table 2.1: Purdue three-stage compressor airfoil design parameters. 
Blade 
Row 
Camber [º] Stagger [º] Chord [in.] / Airfoils  (avg) ./, 102 Hub Tip Hub Tip Hub Tip NB Type Rel Abs 
IGV -12.3 -14.0 8.2 9.0 2.00 2.00 0.065 44 DCA 0.26 0.26 3.0 
R1 44.7 25.8 32.6 47.8 2.46 2.81 0.045 36 DCA 0.46 0.32 7.0 
S1 49.5 48.3 25.6 24.0 2.11 2.11 0.065 44 65 0.35 0.35 4.4 
R2 42.4 24.6 35.4 49.8 2.60 2.96 0.049 33 DCA 0.45 0.31 7.7 
S2 49.7 48.4 26.1 24.6 2.22 2.22 0.065 44 65 0.33 0.33 4.6 
R3 39.5 22.9 38.2 51.8 2.75 3.13 0.051 30 DCA 0.44 0.31 8.4 




The research compressor is driven from the rear by a 1400 hp AC motor through a 5:1 
speed-increasing gearbox to provide a nominal rotational speed of 5000 rpm at the design point. 
A liquid-cooled variable frequency drive system paired with an encoder on the motor drive shaft 
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 provides the capability to maintain a compressor operating speed within 0.01% of the desired 
mechanical speed. This capability creates an especially unique opportunity to ensure confidence 
in the repeatability of measurements as they relate to the rotational speed of the machine. In 
addition to the motor encoder, an optical laser tachometer aimed at the high-speed output shaft of 
the gearbox creates a transistor-transistor logic (TTL) signal which is used as a once-per-
revolution (1/rev) trigger for the high frequency response data acquisition systems. 
The compressor operates with ambient, unconditioned air as the working fluid. As shown 
in Figure 2.1, the air is first drawn into a large settling chamber before passing through a 
reducing bellmouth into a two foot diameter duct. A long-form Venturi flow meter designed in 
accordance with ASME PTC-19.5 (2004) flow measurement standards accurately measures the 
mass flow rate passing through the compressor. 
 
 
Figure 2.1: Purdue three-stage axial compressor research facility. 
 
Two Rosemount 3051C high-accuracy pressure transmitters are installed for measuring the 
differential pressure across the Venturi. Because the relative uncertainty of the differential 
pressure measurement is dependent upon the calibration range, the two 3051C transmitters were 
calibrated in different pressure ranges (0 to 5 inH2O and 0 to 8 inH2O) and are connected via a 
manifold. These ranges were selected to ensure adequate coverage of the entire range of 
operating conditions (0 to 8 inH2O), while maintaining a measurement near the peak efficiency 
point which utilizes the smallest possible measurement uncertainty. Moreover, in the low flow 
rate measurement range, the pair of devices provides a redundant measurement for added 
confidence. As a complement to the differential pressure measurements, a pitot-static pressure 
probe with an integrated T-type thermocouple is installed just upstream of the Venturi meter, and 
the measurements from this probe are used to define the density and other thermodynamic 
properties required for the mass flow rate calculation equations. 
After passing through the Venturi meter, the air continues through an insulated duct section 
that is 11 duct diameters in length. A bullet-nose cone upstream of the compressor directs the 
airflow to the constant annulus flowpath, which is defined by a two-inch passage height with a 
hub-to-tip ratio of 5:6. At the exit of the compressor, a sliding-annulus throttle controls the back 
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 pressure of the machine, and a scroll collector directs the air to an exhaust plane at ambient 
pressure. Additional specifics defining the existing facility layout can be found in Ball (2013), 
and a thorough discussion of facility health monitoring systems is provided by Talalayev (2011). 
2.1.2. Additional Geometry Considerations 
In addition to the typical geometry parameters prescribed for the Purdue three-stage 
compressor flowpath, other pertinent information may be required to accurately build a 
computational model of the machine. Of note, the labyrinth (knife) seal clearances under the 
stator platforms have been measured as “cold” (static) values: 0.022 in. for the IGV, 0.035 in. for 
Stator 1, 0.037 in. for Stator 2, and 0.024 in. for Stator 3. Operating “hot” clearances for these 
seals have not been measured. Further, all of the stator vanes have fillet radii at both inner and 
outer diameter endwalls of 3/32 in., and the rotor hub fillet radii are all 0.150 in. The leading 
edges of the rotor blades have elliptical shape, and the stators have circular leading edges. An 
average surface roughness of 30-40 in. has been prescribed for all of the internal flowpath 
surfaces, including the blades. A past analysis using an optical scan compared the design intent 
geometry of the rotor blisks with the as-manufactured geometry and confirmed that all measured 
dimensions are within the specified design tolerances of the parts. The rotor tip clearances for 
each defined operating condition have been measured, and the data are presented in a past report 
(Berdanier and Key, 2015b). 
2.1.3. Variable Tip Clearance Hardware 
A series of compressor casing hardware components were required to support the tip 
clearance analyses desired for this project. Three tip clearance configurations were used for this 
study, as outlined by the information in Table 2.2. In each configuration, one discrete tip 
clearance height exists for all three rotor rows (i.e., no combinations of tip clearance heights 
were considered). The first tip clearance configuration (TC1) represents the baseline compressor 
configuration that has been presented by previous investigators with this facility. This baseline 
configuration represents a nominal 1.5% tip clearance height as a fraction of overall annulus 
height. 
 
Table 2.2: Tip clearance configurations and design intent clearance heights 
Configuration Nominal Clearance Height,  [in] Normalized Clearance Height, / [%] Tip Clearance Representation 
TC1 0.030 1.5 Smooth Wall 
TC2 0.060 3.0 Casing Recess 
TC3 0.080
 




As shown in the cartoon of Figure 2.2, the two larger tip clearance configurations (TC2 and 
TC3) were achieved through the use of a casing recess over the rotors. These compressor 
configurations nominally represent 3.0% and 4.0% tip clearance height. Although the differences 
between casing recesses and traditional cropped rotors have been documented in the past (Wisler 
and Beacher, 1989), the parametric analysis discussed by Brossman (2012) showed through 
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 computational simulation of the Purdue three-stage axial compressor that the overall 
performance and the individual stage performances of a compressor with these types of casing 
recesses – which are introduced as far as possible upstream and downstream of the rotor – 
sufficiently represent the trends of the same machine with a smooth wall and a cropped rotor. 
This, combined with the budget constraints involved with a cropped rotor study, led to the choice 
of using recessed casings to achieve the two larger clearance configurations. 
 
 
Figure 2.2: Compressor tip clearance casing geometry configurations. Sketch not to scale. 
 
 
Figure 2.3: Casing recess example photograph (TC2) highlighting 45 degree angles at both ends 
of recess. Flow is from left to right. 
 
Because the emphasis of this study was not on the effects of trenched casings as discussed 
by Wisler and Beecher (1989), the axial extent of the trenches was increased as much as 
allowable to the adjacent stator vanes (approximately 0.4 axial chords upstream and downstream 
of the rotor blades). Furthermore, 45 degree angles were introduced to ease the transition from 
the 2-inch annulus height of the baseline compressor defined by the stator vanes and the 
increased space over the rotors. The introduction of these angle features facilitates grid topology 
continuity for computational comparison studies. In addition to the cartoon of the casing 
configurations in Figure 2.2, a photographic example of the casing recess for TC2 is shown in 
Figure 2.3. It is important to note here that a manufacturing error led to the removal of the 45 
degree ramp from the recess at the upstream side for Rotor 2, as shown in Figure 2.4, for both 




Figure 2.4: Missing 45 degree ramp upstream of Rotor 2, shown here for TC2. Flow is from left 
to right. 
 
To ensure that the three separate compressor casings would provide the best possible 
vehicle for tip clearance performance comparisons, the casing designs incorporated tight 
manufacturing tolerances. In addition to preventing the introduction of tip clearance non-
uniformities for a given casing configuration, these tolerances also helped to ensure consistency 
between the three casings. The most important of these tolerances pertained to the inner diameter 
of the casing over the rotor tips, for which the diameter dimension was specified with a tolerance 
of +0.001/0.000 in., as well as geometric tolerances of 0.005 in. for the overall runout and 0.002 
in. for the profile shape. These tolerances, as well as all of the other pertinent dimensions, were 
verified by coordinate measuring machine (CMM) inspection processes. 
2.2. Steady Compressor Performance 
2.2.1. Corrected Operating Conditions for Humidity Effects 
The definition of a compressor operating point is typically “corrected” to standard day 
conditions to ensure consistent measurements with changing inlet conditions and comparability 
with computational simulations. To this end, many facilities operate according to classical 
corrected speed and corrected mass flow rate definitions defined by turbomachinery textbooks. 
However, careful examination of these equations shows that they do not appropriate account for 
the presence of humidity in the air. 
Existing compressor test codes and full engine analyses discuss the importance of humidity, 
and some suggest the use of conditioned or refrigerated air to avoid the potentially negative 
effects (NACA TN-1138, 1950; Erwin, 1964). Because the Purdue three-stage compressor 
facility does not have the luxury of a conditioned air supply, a method of appropriately 
accounting for the presence of humidity is required. 
Analysis of the derivation process leading to the classical equations defining corrected 
speed and corrected mass flow rate for a compressor highlights the assumptions of a thermally- 
and calorically-perfect gas which are not necessarily appropriate for a humid air mixture. 
Ultimately, an alternate presentation of these same equations has been derived to circumvent the 
need for perfect gas assumptions. These alternate equations utilize stagnation speed of sound and 
stagnation density in place of stagnation temperature and stagnation pressure in the classical 
equations. By this process, the corrected rotational speed is determined by 
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, = mech3,act 3,ref⁄ 		, (2.1)
and the corrected mass flow rate is determined by 
  , =  act 5%6,ref	3,ref%6,act	3,act7	. (2.2)
A formal derivation of these conditions for humid air considerations is available in 
Berdanier et al. (2015). 
2.2.2. Holistic Performance Measurements 
For the Purdue three-stage compressor, the conditions used to calculate the corrected speed 
and corrected mass flow rate are measured at the Aerodynamic Interface Plane (AIP), denoted by 
axial position zero in the flowpath shown in Figure 2.5. At this upstream inlet plane of the 
compressor, the 50% span measurements from a seven-element total pressure rake and a seven-
element total temperature rake are used to represent the bulk one-dimensional flow. The amount 
of moisture in the air is determined by an Omega HX94 thermo-hygrometer located near the inlet 
of the compressor, capable of measuring relative humidity with an uncertainty of ±2%. These 
measured parameters are used as inputs with the REFPROP thermodynamic equation program 
(Lemmon et al., 2013) to calculate the pertinent stagnation speed of sound and stagnation density 
required for Equations (2.1) and (2.2) above. 
 
Figure 2.5: Purdue three-stage compressor facility flowpath cross section. 
 
In addition to the seven-element total pressure and total temperature rakes installed at the 
AIP, 13 circumferentially-distributed static pressure taps evaluate the static pressure for this 
upstream inlet plane at the outer diameter of the flowpath. Great care has been incorporated to 
ensure circumferential uniformity of the pressures and temperatures at the inlet of the 
compressor, as measured by Ball (2013). 
Referring again to the flowpath in Figure 2.5, the exit plane of the compressor (axial 
position 9) is also defined by a set of seven-element total pressure and total temperature rakes 
and one static pressure measurement. Separate from these upstream and downstream locations, 
additional seven-element total pressure and total temperature rakes are available at each of the 
axial positions labeled 1 through 8. Static pressures at these axial positions are evaluated by four 
circumferentially-distributed static pressure taps on the casing. The combination of these 
measurements at positions 1 through 9 provide the opportunity to define overall compressor 
performance and relative performance of each individual blade row or each stage. The radial 
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 position of the measurement locations for the seven-element pressure and temperature rakes at 
axial positions 0 and 9 are provided in Table 2.3. Additional information about the rakes 
positioned at interstage locations (1 through 8) is available in Berdanier and Key (2015b). The 
axial location of the stations labeled in Figure 2.5 is halfway between the blade rows based on 
the mid-span geometry, and the centerline of the rake coincides with the location of the axial 
measurement plane. 
 
Table 2.3: Radial distributions of inlet and exit rake measurement locations. 
Ax. Pos.  Total Pressure [% annulus height]  Total Temperature [% annulus height] 
0  12 20 30 40 60 80 88  12 20 35 50 70 80 88 
9  12 20 35 50 65 80 88  12 20 30 50 70 80 88 
 
 
Because the recessed casing geometry design (Figure 2.2) extends to the farthest axial 
extent, when the rakes are inserted with the TC2 or TC3 casing hardware, they are positioned 
within the tip clearance recess area. For the interstage performance measurements presented by 
Berdanier and Key (2015b, 2016a), the rakes were radially positioned such that the measurement 
positions defined in Table 2.3 are consistent with the annulus height of the stator vanes (which 
are geometrically unaffected by the casing recesses). These rake positions are shown graphically 
in Figure 2.6, such that the outer edge of the rake was aligned with the 100% annulus height 
location, regardless of the tip clearance configuration (i.e., whether or not a casing recess was 
present). By this method, the detailed measurements collected at these same axial positions 




Figure 2.6: Rake positions for different tip clearance configurations. 
 
The variable tip clearance hardware for this project expanded the capabilities of the facility 
to accommodate measurement rake insertion at three to six circumferential positions (the exit of 
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 the embedded second stage accommodates six positions, although three or four is standard for 
other axial locations) for each of the positions 1 through 8 in Figure 2.5. These same rake 
insertion positions also function as locations for the installation of L.C. Smith precision probe 
positioners for detailed measurement traverses with a variety of instrumentation technologies. 
The total and static pressures for the facility are measured using Scanivalve 3217 and 3016 
Digital Sensor Array (DSA) pressure scanner modules, each containing 16 temperature-
compensated piezoresistive pressure sensors. Depending on the requirements of the specific 
measurement, the DSA channels are rated for differential pressure ranges of 1 psid, 2.5 psid, 
5 psid, or 15 psid. These devices have been selected for their long-term stability ratings of 0.12% 
FS, 0.12% FS, 0.05% FS, and 0.05%FS, respectively. Thermal measurement drifts from these 
devices are prevented through regular procedures for an on-line zero calibration prior to and 
during compressor operation. The differential pressures are referred to an atmospheric reference 
pressure which is separately measured using a high-accuracy Setra 270 barometric pressure 
sensor with an accuracy of 0.03% FS. 
The temperatures for the facility are evaluated using T-type thermocouples paired with 
special limits of error (SLE) extension wire. A Keysight Technologies 34980A integrating 
voltmeter paired with 34921A/T modules and terminal blocks accommodates the measurement 
of these thermocouple channels. To achieve significantly reduced uncertainty contributions to the 
temperature measurements, Keysight Y1138A extension cables separate the terminal blocks 
from the measurement modules, and a 10 k thermistor with an interchangeability of ±0.18 ºR 
provides the reference temperature for the isothermal terminal block. 
Through the use of a liquid calibration bath, the measurement chain for each of the 
temperature rake measurement channels was evaluated. By incorporating a high-accuracy 
thermistor as a reference measurement in the same calibration bath, the overall uncertainty of 
each individual channel was determined. These calibration results show an overall uncertainty 
typically less than 0.45 ºR for all temperature channels. However, the repeatability of the 
temperature measurements is an order of magnitude less than this value. 
2.3. Tip Clearance Measurements 
To complement the tip clearance data evaluated herein, the static “cold” tip clearances were 
measured for each of the three tip clearance configurations. These measurements were collected 
by measuring the blade-to-blade variability (i.e., the run-out of the rotor blade tips) using a fixed 
dial indicator with a rolling tip. The manufacturing tolerances of the rotor blisk show the blade-
to-blade variability at any fixed location about the circumference of the compressor, as presented 
in Figure 2.7. These blade-to-blade measurements were collected several times to calculate the 
mean values in Figure 2.7. As a result, the uncertainty of the mean value is on the order of 
1×10-4 in. 
The concentricity of the rotor with respect to the casing has also been evaluated using static 
tip clearance measurements collected at several positions around the circumference of the 
compressor casing. These measurements have shown for each tip clearance configurations that 
the concentricity of the rotor with respect to the casing is on the order of 0.002-0.004 in. The 
smallest tip clearances are measured at a position of 345 degrees from the top of the compressor, 
in the direction of rotor rotation, as shown in Figure 2.8. The rotor concentricity can be 
controlled using a set of alignment bolts at both the front and rear bearing assemblies, as 
prescribed by Talalayev (2011). Based on the adjustment limitations outlined by Talalayev, the 
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 measured concentricity of the rotor is confirmed to be within the adjustment capabilities of the 
system. 
As part of this study, the operating tip clearances were also measured using an FM 
capacitance probe system. Three probes were installed over each rotor row, equally-spaced 
circumferentially 120 degrees apart, at positions of 105 degrees, 225 degrees, and 345 degrees – 
all measured from the top of the compressor in the direction of rotor rotation (see Figure 2.8). 
Details of the capacitance probe system, measurement uncertainty, and operating clearance 
measurements are presented by Berdanier and Key (2015a, 2015b). 
 
 




Figure 2.8: Circumferential capacitance probe measurement locations. 
 


















































 2.4. Detailed Radial Pressure Traverses 
2.4.1. Steady Total Pressure at Stator Exit 
Although typical compressor performance is adequately defined by seven-element rakes 
placed in interstage measurement locations, these rakes inherently lack spatial resolution, with a 
particular lack of resolution near the endwalls. Thus, in addition to the total pressure rake 
measurements, a miniature Kiel head total pressure probe (United Sensor KAC-type) was 
traversed in small radial increments downstream of each of the stator vane rows. This probe 
features a 0.063 in. outer diameter Kiel head and was paired with a L.C. Smith precision probe 
positioner to incrementally achieve the desired plunge locations with position feedback. The 
probe accommodates a yaw and pitch acceptance cone of greater than ±40 degrees, but the probe 
was aligned with a representative mean flow angle. The pressures from this total pressure probe 
were measured using a Scanivalve 3217 module with a 5 psid range. 
2.4.2. Time-Resolved Total Pressure at Rotor Exit 
In addition to the steady total pressures measured at positions downstream of the stator 
vane rows, time-resolved total pressure measurements were also acquired at the rotor exit planes. 
A custom-designed fast-response total pressure probe incorporates a Kulite LQ-062 subminiature 
pressure transducer embedded in a miniature Kiel head with a 0.083 in. outer diameter and a 
0.067 in. inner diameter (Figure 2.9). The sensor has a 5 psi maximum range with an 
electronically sealed gage reference condition. This transducer also includes a standard B-type 
protective screen, therefore reducing the natural frequency of the sensors to approximately 
20 kHz. A separate pressure chamber designed for this probe provided the ability to calibrate the 
sensor at prescribed intervals over the 0-5 psi, range and a least-squares linear fit was applied to 
the calibration results. The sensor was balanced with the acquisition of a zero gage pressure 
reading prior to each calibration, and similarly before and after each test.  As with the steady 
total pressure measurements, an L.C. Smith precision probe positioner was used to achieve the 
desired plunge positions. 
The excitation and amplification for this fast-response pressure sensor was provided by a 
Precision Filters 28000 chassis with four 28118 full bridge amplification cards, each of which is 
capable of managing eight channels for a total of 32 simultaneous operating sensors. Each of the 
channels in the Precision Filters system is independently managed through a manufacturer-
designed GUI to adjust the DC offset, gain, and on-board analog filter characteristics. The sensor 
signals were then digitized using an NI PXIe-1073 chassis utilizing two 16-channel PXIe-6358 
modules, each capable of simultaneous sampling of up to 1.25 MHz per channel, via NI BNC-





Figure 2.9: Fast-response total pressure probe. 
 
2.5. Over-Rotor Static Pressure Measurements 
Time-resolved static pressures over the rotor tips were measured using a custom-designed 
array implementing flush-mounted fast-response pressure transducers. This array incorporates 25 
Kulite XCS-062 subminiature pressure transducers (having an outer diameter of 0.066 in.) with a 
5 psig range. These XCS-series transducers feature high-sensitivity piezoresistive sensing 
elements, maximizing the resolution of the measurements. These sensors were installed with 
standard B-type screens for protection of the sensing elements, but the new sensors were filled 
with additional silicon material to reduce the cavity size behind the screen and allow for the 
greatest allowable frequency response.  As a result, a natural frequency on the order of 30 kHz is 
expected for these new sensors. 
During the design process, a specific effort was made to accommodate all sensors in one 
axial row. Some previous authors have utilized a method of offsetting sensors in two or more 
axial rows, separated by some angle in the pitch-wise direction, to accommodate more axial 
resolution (Yoon et al., 2006; Shin et al., 2008; Courtiade and Ottavy, 2012). However, such 
sensor orientations can introduce complications in the measurements for multistage machines, as 
the wakes propagating from upstream stators and potential fields from downstream stators may 
affect the measurements. Understandably, this effect can be accounted for if the sensors are 
moved relative to the stator vanes, but it introduces an additional complication to the data 
acquisition and processing procedures. As an alternative, other authors have achieved maximum 
axial resolution by implementing a series of sensors at different axial positions, spaced 
periodically in the circumferential direction with respect to the rotor pitch (Levis, 2006; Sans 
et al., 2013). However, this method could be also be negatively affected by blade-to-blade non-
uniformities, rotor eccentricity, and any associated flow variability. 
The small diameter of the XCS-062 devices provided the ability to incorporate as many 
sensors as possible in one axial row, thereby increasing the spatial resolution of the output results. 
The sensors are permanently installed in a removable block which can be inserted into any one of 
nine frames. These nine frames represent one for each of the three rotor blade rows (R1-R3), and 
each of the three tip clearance configurations (TC1-TC3). The removable sensing block and one 
of the nine frames are shown in Figure 2.10(a). 
The instrumentation block was designed to maximize the number of sensors which can fit 
within the space defined by the instrumentation access location over Rotor 1, which features the 
least axial space. Because the same fixed sensor locations are implemented for Rotor 2 and Rotor 
3, whereas the axial chord of the rotors increases slightly moving from Rotor 1 to Rotor 3, the 
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 positions of the sensors change with respect to the leading and trailing edges of the blades for the 
three rotor rows. These sensor positions are presented for the three rotors in Table 1 as a 
percentage of axial chord. 
 
Table 2.4: Flush-mounted sensor positions for each rotor as a percentage of axial chord.  
Blade Row Minimum Sensor Location [%9] Maximum Sensor Location [%9] Sensor Separation [%9] 
Rotor 1 -14.0 114.0 5.33 
Rotor 2 -12.8 113.6 5.26 




The excitation and amplification for these fast-response pressure sensors were supplied by 
the same Precision Filters system and measurement chain outlined above for the fast-response 
total pressure probe. Immediately prior to installation and operation in the compressor, the fast-
response pressure sensors were calibrated in a custom-designed calibration chamber (Figure 
2.10(b)) by prescribing a known pressure to the device.  For each calibration, up to 15 data points 
were prescribed over the full sensing range of 0 to 5 psi. From these measurements, a least-
squares linear fit was applied to the calibration data.  The channels were zeroed prior to each 
calibration and again prior to testing, although thermal compensation and a stable measurement 
system reduce the day-to-day drift of a representative channel to 1 mV or less (after 
amplification), which corresponds to a pressure of less than 8×10-4 psi. 
For each rotor and each tip clearance configuration, data were acquired at several loading 
conditions on the 100% corrected speedline. In all cases, 500 revolutions of data were 






Figure 2.10: Over-rotor static pressure measurement system. (a) Removable sensing block and 
frame; (b) Calibration chamber. 
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 2.6. Stator Hub Seal Leakage Flow 
Measurements providing boundary conditions for the flow through the knife seals in the 
shrouded stator cavity are desirable to create reliable computational models. In the companion 
study preceding this work, Berdanier and Key (2015b) showed results of mass flow rate through 
the Stator 3 knife seal passage, as measured by an orifice plate. To further support this effort, the 
hardware components for Stator 1 and Stator 2 were modified to accommodate a removable 
instrumentation block housing two Kulite LQ-062 (0.066 in. diameter sensing element) fast-
response piezoresistive pressure transducers. One sensor was placed upstream of the two knife 
seals, and a second was placed downstream of the knife seals, as shown in Figure 2.11. The axial 
position of the sensors relative to the seals was determined by the spacing between the seals, 
shown in Figure 2.11 to be 0.2 in. 
As part of the process leading to the selection of fast-response sensors for this application, 
a removable two-vane segment of Stator 2 was created by a direct metal laser sintering (DMLS) 
process, and a series of pneumatic pressure taps were routed through the part for measuring static 
pressures in the stator hub shroud cavity. Because the hardware required to install a similar two-
vane segment in Stator 1 was not available, this fast-response sensor design was selected for its 
minimal invasive manufacturing requirements versus installation of pneumatic pressure taps 
through the existing stator vanes. Furthermore, this instrumentation design provides the ability to 
measure time-resolved pressures in the seal cavity, which has not previously been reported in the 
open literature. 
A schematic of this two-vane segment is shown in Figure 2.12. In this figure, there are four 
pressure taps located on both the upstream and downstream sides of the knife seals, at the same 
axial positions outlined in Figure 2.11; these pressure taps are separated by 25% pitch in the 
circumferential direction. In preliminary tests for Stator 2 using this two-vane insert, minimal 
circumferential variation of pressure was identified (on the order of the uncertainty for the 
Scanivalve 3217 pressure scanners used for the measurements), leading to an outcome decision 








Figure 2.12: Model of two-vane instrumented segment for Stator 2 showing pneumatic 
pressure tap locations and routing paths (Smith, 2015). 
 
A photograph of the removable instrumentation block installed in the stator hub shroud is 
shown in Figure 2.13. By using this removal block technique, the sensors could be installed from 
the underside of the removable block, thereby hiding the securing epoxy and any wires away 
from the hub shroud surface which might influence the flow through the seal cavity. Furthermore, 
the removable instrumentation block allows insertion of a solid “blank,” preventing exposure to 
conditions which could damage the sensors if their operation is not required. 
For installation, the LQ-062 sensors were temporarily secured in place with a small amount 
of quick-bond adhesive, and then an epoxy (Loctite Ablestik 285 resin cured with Loctite 
Catalyst 23LV) was used to back-fill over the sensors and the wires. Once cured, this epoxy 
back-fill provided a solid support for the pressure transducers.  
The wires for the fast-response pressure sensors (four wires per sensor) were routed 
through an hole in the upstream side of the stator hub shroud (the upstream side of the stator was 
selected for this hole because of the “reversed” flow direction of the flow through the cavity, 
meaning that the wires would not act as a “trip” for the flow entering the cavity at the 
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 downstream side. Then, the wires were routed up the leading edge of an adjacent vane (to 
minimize the potential impact of the wires on the vane surface) to an egress hole in the casing 
typically used for instrumentation access. The lead wires were secured to each surface along this 
routing path using Micro-Measurements M-Coat A protective coating. The thin diameter of the 
36 AWG lead wires ensured minimal protrusion from the surface after they were secured. A 
photograph, Figure 2.14 shows this wire routing. Custom-length lead wires on the sensors 
ensured that the temperature compensation module for each sensor would be outside the 
compressor casing. In addition, silicone RTV was used to fill and smooth any cavities created by 
the fasteners (see Figure 2.13) or for wire egress. 
Prior to installation and operation of the removable instrumentation block, the sensors were 
calibrated over the full operating range of the devices using a modified version of the calibration 
chamber shown in Figure 2.10(b). Extensive tests were conducted to verify linearity and 
repeatability of the sensor calibrations after installation in the removable sensor block. 
Ultimately, data were collected at all four corrected speeds (100%, 90%, 80%, and 68%) for the 
baseline tip clearance only, TC1. Specific measurements were collected at the same loading 
conditions defined by the compressor map data outlined by Berdanier and Key (2015b) to 
supplement these results and provide additional boundary conditions for computational 
simulation comparison studies.  
 
 




Figure 2.14: Photograph of wire routing on upstream face of hub shroud and along leading edge 
of adjacent stator vane to wire egress hole in casing. Clean-release protective tape shown here 




 CHAPTER 3: RESULTS AND DISCUSSION 
3.1. Overall Compressor Performance 
In the initial phase of this study (Berdanier and Key, 2015b), compressor performance data 
were collected at four corrected operating speeds (100%, 90%, 80%, and 68%) with each of the 
three tip clearance configurations (TC1-TC3). For each of the four speedlines, data from 
different tip clearance configurations were collected at equivalent corrected mass flow rates for 
initial comparison.  
Benchmark compressor map data are presented in Figure 3.1. On the abscissa of Figure 3.1, 
the corrected inlet mass flow rates have been normalized by the value at the nominal loading 
point. Each measurement point in Figure 3.1 is calculated from area-averaged rake 
measurements collected from the seven-element total pressure rakes at 20 equally-spaced vane 
positions across one vane pitch. In this figure, the overall total pressure ratio (TPR) across the 
compressor is calculated as the ratio of radially and circumferentially area-averaged total 
pressures from axial planes 1 and 9 in the Figure 2.5 schematic: 
 
TPR = 3,:,AA3,;,AA	. (3.1)
In Figure 3.1, five operating points from the 100% corrected speedlines have been 
designated for comparison throughout this document: a low loading (LL) condition which 
represents a high flow rate, negative incidence condition; a nominal loading (NL) condition 
representing an operating point at a mass flow rate slightly higher than the peak efficiency point; 
a peak efficient (PE) point; a high loading (HL) condition which represents a low flow rate, high 
incidence operating point; and a set of conditions near the stall point (NS) which have a stall 
margin of approximately 5%. For this study, the stall margin (SM) is defined as follows: 
 SM = <TPR= > ?stall − <TPR= > ?<TPR= > ? × 100%	. (3.2)
In Figure 3.1, the final point at the top of each speedline (the lowest flow rate condition) is 
not a 20-point traversed point, but rather a representative location of the stall point for the 
compressor at that operating speed. Once the stall point is identified in a preliminary run, it is 
subsequently approached slowly through incremental throttle movements to determine the mass 
flow rate and pressure rise locating the stall point. An approximate representation of the stall 
point with respect to the traversed points on the rest of the speedline was determined by stalling 
the compressor in several stator vane positions with respect to the fixed rake positions. The 





Figure 3.1: Compressor total pressure ratio map. 
 
3.2. Steady Total Pressure Traverses at Stator Exit 
To supplement the measurements collected downstream of the stator vanes using the total 
pressure rakes (see Berdanier and Key (2015b)), a series of detailed traverses were conducted 
with a miniature Kiel head total pressure probe. These measurements consisted of up to 30 radial 
plunge positions (at least four times the resolutions from the rake), with an emphasis on 
capturing the flow features in the endwall regions, as well as a higher resolution of 25 pitch-wise 
positions with respect to the stationary vanes. The companion study conducted by Berdanier and 
Key presented results from these measurements for TC1 and TC3, but additional measurements 
collected for TC2 are now added to the data set. A considerable outcome from the previous study 
showed that tip clearance effects cannot be assumed to be linear, and therefore, the addition of 
detailed measurements at an intermediate clearance value, TC2, provides a crucial 
supplementation for the previous data set. These TC2 data are presented in the context of TC1 
and TC3 to identify trends across all three clearances: Stator 1 data in Figure 3.2 and Figure 3.3 
for NL and HL, respectively; Stator 2 data in Figure 3.4 and Figure 3.5 for NL and HL, 
respectively; Stator 3 data in Figure 3.6 and Figure 3.7 for NL and HL, respectively. 
Furthermore, the addition of steady total pressure traverses at stator exit planes for TC2 
adds to the comparison set of flow visualization photographs collected in this facility (Smith and 
Key, 2015; Berdanier and Key, 2015b). These photographs are included here again for 
comparison purposes: Figure 3.8 and Figure 3.9 for NL and HL, respectively. 
 














































































































































































































































































































































































































































































































































































































































































































































































































































Figure 3.8: Flow visualization of vane corner separations at NL for TC1 (top),  




Figure 3.9: Flow visualization of vane corner separations at HL for TC1 (top),  
TC2 (middle), and TC3 (bottom). 
 
3.3. Time-Resolved Total Pressure Traverses at Rotor Exit 
In a companion study, Berdanier and Key (2015b) presented time-resolved total pressure 
measurements for this compressor under the smallest and largest clearances, TC1 and TC3. Here, 
additional data are presented which fill the gap for TC2 and facilitate a series of future 
assessments considering linear trends of calculated parameters with increasing rotor tip clearance. 
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 For these time-resolved measurements, the data were phase-locked using a once-per-
revolution (1/rev) signal. By this process, a phase-locked ensemble average (EA) pressure is 
calculated from  revolutions of data using: 
 〈(C)〉 = 1DE(C)FGHGI; 	. (3.3)
In addition to the phase-locked ensemble average, the root-mean-square (RMS) pressure is 
defined with respect to the ensemble average: 
 RMS(C) = L1DE(C) − M(C)NFO GHGI; 	, (3.4)
at the Pth time position in a given revolution for  revolutions of data. This presentation of RMS 
results accommodates the identification of high unsteadiness in recirculating flow regions such 
as the tip leakage flow and the rotor wake. 
Berdanier and Key (2015b) showed a modulation of the tip leakage flow structure (size, 
shape, and position) by conducting radial probe traverses at each of the 26 pitchwise positions 
(pp) across one vane pitch. (Of these 26 positions, 25 are unique positions, since one pair of 
positions, pp1 and pp26, are periodic with respect to the vane pitch.) 
These RMS measurements are presented in the following figures: Rotor 1 results in Figure 
3.10 and Figure 3.11 for NL and HL, respectively; Rotor 2 results in Figure 3.12 and Figure 3.13 
for NL and HL, respectively; and Rotor 3 results in Figure 3.14 and Figure 3.15 for NL and HL, 
respectively. In these figures, the RMS with respect to the ensemble average (500 revolutions, 
for these data) has been calculated at each circumferential vane position, and then averaged 
across all rotor blades (36 blades for Rotor 1) to identify an averaged rotor passage. 
The IGV wake is very thin and has a minimal effect on the downstream rotor row. As a 
result, Figure 3.10 and Figure 3.11 show a weak modulation of the tip leakage flow across one 
vane pitch (following the figures in a clockwise direction, denoted by the titles pp1-pp26). In 
addition to the pitchwise modulation of the flowfield exemplified by the 26 circumferential 
measurement positions, a mean contour represents the rotor wake averaged across one vane pitch. 
The PS and SS are labeled in this mean contour to orient the figure. 
Moving through the following conditions, each rotor shows slight variations in how the 
resulting RMS unsteadiness is affected by the increased tip clearance. Ultimately, it is these 
discernible changes that facilitate comparisons with CFD and calculation of performance metrics 































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Using these time-resolved pressure unsteadiness data, Berdanier and Key (2015b) outlined 
a method for identifying the size of the tip leakage flow at the rotor exit measurement plane. This 
method applies a gradient method, similar to the blockage calculation algorithm presented by 
Suder (1998), along with a human-guided selection tool in the plotting GUI. The method 
outlined by Berdanier and Key previously showed results for the smallest and largest tip 
clearances, TC1 and TC3, but the addition of measurements at an intermediate clearance, TC2, 
provides the ability to observe whether leakage flow size trends linearly with increasing 
clearance. 
These results, Figure 3.16, show the passage-averaged value of leakage flow size (LFS) 
represented by the filled bars. As noted in the above figures, however, the size of the leakage 
flow can change considerably due to an interference of the tip leakage flow with the stator wakes 
propagating from upstream. Therefore, a range bar is included for each filled bar, identifying the 
potential variations of leakage flow size with position in the vane passage. 
Evaluating these results, Figure 3.16, leads to several observations. First, the range of 
variation tends to be smallest for Rotor 1, which indicates the IGV wake imposes a weaker 
influence on the tip leakage flow than Stator 1 or Stator 2 on the downstream rotors. This 
observation is expected as a result of the relatively thin wake from the IGV due to the 
accelerating nature of the IGV. 
Second, the size of the tip leakage flow does not increase linearly with clearance. This 
claim is more clearly identified by recasting the peaks of the filled bars from Figure 3.16 in terms 
of line plots, Figure 3.17. The results in Figure 3.17 are presented as a function of clearance 
normalized by annulus height,  , although similar conclusions are drawn if normalizing by 
chord or pitch. Here also, the tip clearances on the abscissa of Figure 3.17 represent the operating 
clearances for the test conditions of the given test campaign. In this case, though, minimal 
changes of ambient conditions from one test to the next lead to only minor variations of 
clearance value. 
Based on the data in Figure 3.17 a clearance derivative for leakage flow size can be defined, 
as a function of normalized clearance-to-span: 
 LFS = ΔLFSΔ(/)	. (3.5)
Using this definition, Figure 3.17 shows that the clearance derivatives are nearly identical for 
Rotor 1 and Rotor 2 at both loading conditions, NL and HL. On the other hand, though, Rotor 3 





Figure 3.16: Leakage flow size approximated from total pressure unsteadiness: 
passage-averaged value and range. 
 
 
Figure 3.17: Leakage flow size versus normalized clearance, /. 
 
3.4. Quantifying Blockage from Pressure Measurements 
In its simplest form, blockage represents a reduction of effective flow area or a 
redistribution of useful flow velocity. Through its fundamental relationship with displacement 
thickness, the blockage parameter depends on a measured velocity profile. Compared to basic 
pressure measurements, however, velocity measurement techniques prevalent in turbomachinery 
applications – such as hot-wire anemometry, particle image velocimetry (PIV), and laser Doppler 
velocimetry (LDV) – require significantly more setup (laser-based techniques), calibration 
(thermal anemometry), operation, and processing time. Thus, the capability to define a blockage 


























































































opportunities for evaluating tip leakage flows, stage matching in multistage compressors, and the 
overall influence on compressor stall inception. With this in mind, a series of techniques were 
developed for calculating blockage using steady and time-resolved pressure measurements. 
Three-component time-resolved velocity measurements were incorporated to validate the 
pressure-based blockage calculation techniques, and these data were collected using the single 
slanted hot-wire approach. This study implemented a Dantec Dynamics 55R02 fiber-film sensor 
with a 45º slant angle. Measurements were collected through a Dantec Stramware Pro frame with 
analog-to-digital conversion through a National Instruments PXIe-1073 system at a sample rate 
of 1 MHz. 
To determine three velocity components, phase-locked data were processed by solving a 
series of non-linear equations, similar to the procedure presented by Wagner and Okiishi (1977). 
Additional details regarding the hot-wire processing algorithms for this specific application are 
outlined by Berdanier and Key (2016b). 
3.4.1. Traditional Blockage Calculations 
Suder (1998) outlined a calculation method for quantifying the blockage in a turbomachine 
through the use of velocity measurements. Through this method, Suder utilizes a two-
dimensional procedure for calculating the blockage parameter, . In this process, the blockage is 
defined using the effective flow area as a function of the velocity-density deficit, ∗, in the flow 
region: 
  = 1 −  − T∗U 	, (3.6)
for which  represents the geometric flow area. In Equation (3.4), the velocity-density deficit is 
defined through an analogy to one-dimensional boundary layer displacement thickness: 
 
 ∗ = V 51 − 	9	9,inviscid7
OW/NB
X U&	, (3.7)
based on an assumption of % = %inviscid, for which NB is the number of blades in the blade row of 
interest. 
To determine the inviscid velocity, spatial gradients of axial velocity are calculated in the 
radial and circumferential directions. According to Suder (1998), a velocity “defect region” 
associated with the wake and the endwall flows is then calculated by assessing the sum of 
gradients with respect to a cutoff value: 
 Defect Region:    where		 YZ	9Z Y + Y Z	9Z(&)Y 		≥ 	cutoff	. (3.8)
For the data in the present study, spatial derivatives were numerically calculated using a central 
differencing scheme, with exception to the edges of the region of interest, which were calculated 
as single-sided differences. 
An example of the defect region definition for measurements downstream of Rotor 2 in the 
present study is shown in Fig. 3. Specifically, the rotor exit axial velocity field in Figure 3.18(a) 
is evaluated according to Equation (3.6), and the corresponding defect region is marked in Figure 
3.18(b). Using this defect region, the inviscid velocity is determined by a two-step process, 
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which is graphically portrayed via the two slices defined in Figure 3.18(b). First, the radial 
velocity profiles are linearly extrapolated from the edge of the defect region to the wall, as 
exemplified in Figure 3.19(a). Second, the circumferential velocity profiles are linearly 
extrapolated across the wake, with a corresponding example at mid-span shown in Figure 3.19(b). 
Once the inviscid velocity is known, a blockage parameter is calculated at each radial plunge 
position. These values can then be radially-integrated to evaluate a one-dimensional 
representative blockage parameter for the data. 
 
 
Figure 3.18: Example of identified defect region for calculating blockage from hot-wire 
measurements: (a) Axial velocity contours for an average blade passage, (b) Corresponding 





























































Figure 3.19: Example of inviscid velocity definition at slices marked in Figure 3.18(b): (a) 
Radial profile at /BPP =	0.2, (b) Circumferential profile at 50% span. 
 
3.4.2. Defining Cutoff Value 
From the blockage calculation process presented by Suder (1998) and outlined here, a 
cutoff value in Equation (3.6) must be defined. Suder notes that the selection of a cutoff 
threshold is arbitrary, and it has little effect on the outcome of the resulting blockage value. To 
evaluate this claim of insensitivity, blockage calculations were conducted for data from all rotor 
exit test conditions with cutoff values ranging from 2 to 6 s-1. Figure 3.20 shows these results in 
three parts: Stage 1, Stage 2, Stage 3 in parts (a), (b), and (c), respectively. Two important 
takeaways are drawn from these results. 
First, the calculated blockage values in Figure 3.20 are relatively insensitive to the 
arbitrarily selected cutoff threshold at the Rotor exit when small tip clearances are present. For 
reference, the data from Suder (1998) correspond to measurements from the isolated Rotor 37, 
for which the rotor tip clearance was 1% chord (0.84% span) or less. In cases of larger tip 
clearances, the tip leakage flow fills a larger portion of the blade passage, and the regions of very 
high gradients are smaller. This effect is also observed in the stator exit data from Figure 3.20. In 
comparison with Suder’s isolated rotor study, the effect of cutoff value is least influential for 
Rotor 1, but even Rotor 1 blockage is affected when the tip clearance is increased from TC1 to 
TC3. 
Second, in a multistage compressor, the effect of cutoff threshold can play an important 
role as the mean flow unsteadiness in the bulk throughflow near mid-span is higher due to the 
influence from upstream blade rows. This can be identified specifically in Figure 3.21, which 
shows radial profiles of mean total pressure unsteadiness for all three rotors. The unsteadiness 
for Rotor 2 and Rotor 3 in Figure 3.21(b) and Figure 3.21(c), respectively, is higher than for 
Rotor 1 (Figure 3.21(a)) across a majority of the span for TC1, and the effect is more pronounced 
for TC3 (the increased unsteadiness near mid-span for the high loading condition is even more 
apparent, although not shown here). For the stator exit data, the primary flow regions (i.e., 
outside the wake) are also affected more in the latter stages as the upstream stator wakes 
propagate through the compressor. 








































In Figure 3.20, a cutoff threshold of 4.5 s-1 is noted by a filled symbol on each of the lines, 
identifying the cutoff threshold implemented for all blockage calculations presented from this 
point forward. This cutoff value was selected as a position where the curves in Figure 3.20 begin 
to level off and the blockage-cutoff gradient approaches zero. 
 
 
Figure 3.20: Effect of cutoff threshold on integrated blockage: 
(a) Stage 1, (b) Stage 2, (c) Stage 3. 
 
 
Figure 3.21: Radial profiles of mean total pressure unsteadiness highlighting 
increase of unsteadiness with increased tip clearance near mid-span at NL: 
(a) Rotor 1, (b) Rotor 2, (c) Rotor 3. 
 
3.4.3. Calculating Stator Exit Blockage with Steady Total Pressure Data 
Figure 3.22 shows overlaid contours of steady total pressure (filled contours) and axial 
velocity (line contours, normalized by blade tip speed). This comparison shows excellent 







































































































































qualitative similarity between the velocity and total pressure data for the flow region associated 
with the vane wake. Thus, based on the similarity of results in Figure 3.22, a question is posed: Is 
it possible to utilize measurements from total pressure probes to accurately represent a blockage 
parameter typically calculated using velocity measurements? In general, total pressure 
measurements (steady or time-resolved) are less time-intensive and more cost-effective than 
velocity measurements using thermal anemometry, laser Doppler velocimetry (LDV), or particle 
image velocimetry (PIV) techniques. As a result, the development of such a technique is 
desirable. The answer to this question will be constructed and evaluated in the following sections. 
 
 
Figure 3.22: Overlaid contours of normalized total pressure (filled contours) and normalized 
axial velocity, 	9/tip (line contours) for Stator 2 exit at NL (TC1). 
 
To complement these steady total pressures, static pressures were simultaneously measured 
from static taps in the casing. Because the Purdue three-stage compressor features constant-
annulus geometry, a parallel streamline assumption is adopted.1 Furthermore, this compressor 
facility operates just below the limit for incompressibility assumptions (Mach numbers less than 
0.3). As a result, a simple manipulation can transform these total pressure data into first-order 
approximations of velocity for blockage calculations: 
 	 ≈ ^2(3 − ) %⁄ 	. (3.9)
In Equation (3.7), the density can be calculated using a combination of simultaneous total 
pressure, static pressure, and total temperature measurements. However, in this equation, the 
purpose of the density is simply to transform the units of pressure into units of velocity and to 
yield velocities which are of the correct order of magnitude for true velocities. Indeed, if an 
approximated velocity field were the desired outcome, the particular density value would be 
                                                 
1
 The three-component velocity measurements accompanying this study (Berdanier and Key, 2015b) confirm that 
pitch angles are on the order of three degrees or less across the entire span for the wide range of tested conditions. 
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important. However, for these blockage approximations, it will be shown that the exact value of 
density is not a necessary input. For simplicity, all total pressure data presented from this point 
forward utilized a density of 1.20 kg/m3 (0.075 lbm/ft3), a representative average air density for 
typical conditions at the Purdue University test facility. 
Also in Equation (3.7), this approximation identifies the absolute velocity component, not 
the axial velocity component required for calculating blockage. At these stator exit planes, 
however, the absolute yaw angle, , is small (on the order of ten degrees or less for the present 
machine) since the stator vanes remove whirl angle and turn the flow toward the axial direction. 
In its full three-component formulation, the axial velocity is defined by: 
 	9 = 	 cos  cos$ (3.10)
for pitch angles, $ . However, for small pitch angles accompanying the parallel streamline 
assumption and small absolute yaw angles at stator exit planes, the cosine functions are 
approximately unity, yielding: 
 	9 ≈ 		. (3.11)
This result in Equation (3.9) is important to the process under development here because it 
emphasizes that measured flow angles are not a requirement for approximating blockage from 
steady total pressure downstream of a stator. 
After converting the total pressure measurements to an approximate axial velocity, a 
blockage calculation algorithm was implemented with a standard cutoff of 4.5 s-1. A comparison 
between radial profiles of blockage calculated using the hot-wire measurements and the steady 
total pressure data are shown in Figure 3.23 for TC1 for Stator 1, Stator 2, and Stator 3 in parts 
(a), (b), and (c), respectively. These comparisons in Figure 3.23 show similar results between the 
two measurement techniques, on the order of one percent absolute difference for positions above 
30 percent span. Absolute differences grow up to four percent near the hub region, with the 





Figure 3.23: Overlaid contours of normalized total pressure (filled contours) and normalized 
axial velocity, 	9/tip (line contours) for Stator 2 exit at NL (TC1). 
 
These slight differences near the endwalls are not surprising given the increased radial flow 
associated with corner separations and secondary flows. Thus, the small angle approximation 
from Equation (3.8) to Equation (3.9) is less appropriate in these regions. For further reference, 
the selection of a density value of 0.96 kg/m3 (0.060 lbm/ft3) or 1.44 kg/m3 (0.090 lbm/ft3) – a 
20% relative change from the average density defined earlier, much larger than expected for 
realistic test conditions – has an effect of shifting these radial profiles by an absolute value of 0.2 
percent left or right (within the thickness of the lines in the chart). This insensitivity to input 
density for Equation (3.7) highlights that temperature measurements are also not a requirement to 
implement this simplified pressure-based blockage technique. 
 
3.4.4. Calculating Rotor Exit Blockage with Time-Resolved Total Pressure Data 
To this point, a method was preliminarily introduced through which blockage may be 
approximated using measurements from steady total pressure measurements. However, a similar 
approximation is also desired for data collected at rotor exit planes. To assess this capability, 
Figure 3.24 shows overlaid contours of total pressure unsteadiness (filled contours) and axial 
velocity (line contours, normalized by blade tip speed). Parallel to the conclusion with the steady 
total pressure contours (Figure 3.22), these time-resolved data highlighting the blade wake and 
the tip leakage flow region also show qualitative similarity. 
 































































Figure 3.24: Overlaid average passage contours of normalized RMS total pressure (filled 
contours) and normalized axial velocity, 	9/tip (line contours) for Rotor 1 exit at NL (TC1). 
 
Based on the Suder (1998) method for blockage calculation and the approximation 
introduced above for steady total pressures, a similar process can be applied to the time-resolved 
total pressure measurements. Unlike the stator exit data, the rotor introduces whirl to the fluid, 
leading to relatively high absolute yaw angles at the rotor exit. As a result, Equation (3.8) can be 
used to determine an approximate absolute velocity field, but it does not represent the axial 
velocity. Furthermore, the velocity deficit regions are less apparent in the absolute velocity, 	, 
than the axial velocity, 	9. At the rotor exit, radial flow components may be significant through 
the wake and in the endwall regions, with particular contributions from the tip leakage flow 
region. However, for the present application these pitch angles are still on the order of five to ten 
degrees, even in the most extreme regions. Thus, the small angle approximation may still be 
adopted for pitch angles, but the same is not true for the yaw angle. As a result, the axial velocity 
relationship simplifies to: 
 	9 ≈ 	 cos 	, (3.12)
but additional information is required to determine the yaw angle, . 
Based on the qualitative comparison in Figure 3.24, it is expected that a correlation exists 
between the total pressure unsteadiness and the flow angles yielding an axial velocity deficit. An 
example of this correlation is identified in Figure 3.25. Figure 3.25(a) shows contours of the non-
dimensional total pressure unsteadiness, and Figure 3.25(b) shows the corresponding absolute 
yaw angle as measured by the hot-wire technique. At a given radial position, there is a linear 
trend between these two variables with a typical coefficient of determination, RO, on the order of 
0.8. In this case, the relationship at 30% span is shown in Figure 3.25(c). Through this 
relationship, the full radial distribution of non-dimensional total pressure unsteadiness can be 
transformed to represent a yaw angle field. Finally, this yaw angle field combines with the 
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calculated absolute velocity distribution to determine the required axial velocity. A flowchart 
outlining the relationships of these parameters is shown in Figure 3.26. 
These methods require additional attention if they are to be implemented with transonic 
applications. In particular, the determination of blockage outlined in Equation (3.5) is dependent 
on an inviscid density assumption, and the demonstration of these results is based on an 
exemplar of subsonic flow. Suder (1998) discusses the implications of the inviscid density 
assumption for transonic applications, noting that the density defect through a rotor wake is in-
phase with the velocity defect, leading to a negligible influence on the defined defect region. 
However, the incorporation of density inside the integral of Equation (3.5) is expected to yield 
results within ten percent of the true value (less than two percent blockage for the cases 
presented here). As noted by Suder, this error is sufficiently small to identify trends when 
comparing test cases. 
 
 
Figure 3.25: Example yaw angle approximation relationship for Rotor 2 exit with TC1 at NL: 
(a) Total pressure unsteadiness, (b) absolute yaw angle, and (c) linear relationship at 30% span. 
 
 
Figure 3.26: Flowchart outlining parametric relationship leading 
to axial velocity for blockage calculation. 
 
This method requires limited knowledge of flow angles to determine the linear relationship 
shown in Figure 3.25(c). The selection of radial position for determining the relationship shown 
in Figure 3.25(c) is dependent on the identified results from the total pressure RMS unsteadiness. 






































































Although any radial position will yield a nearly linear correlation between RMS unsteadiness 
and absolute yaw angle, the ideal position or “target zone” is selected to be adjacent to the region 
of high unsteadiness in the wake near the hub. This recommendation stems from an assessment 
of all conditions measured in this study. Because the unsteadiness in the wake is dependent on 
blade loading, it must be selected independently for each test case. Figure 3.27 shows an 
example of different spanwise target zone positions for three discrete test cases across all three 
rotors, three tip clearances, and two loading conditions. These selected example conditions 
represent Rotor 2 exit with TC1 at NL, Rotor 3 exit with TC2 at HL, and Rotor 1 exit with TC3 
at HL in parts (a), (b), and (c), respectively. 
 
 
Figure 3.27: Target zone identification for several total pressure unsteadiness 
conditions: (a) Rotor 2 exit with TC1 at NL, (b) Rotor 3 exit with TC2 at HL, 
(c) Rotor 1 exit with TC3 at HL. 
 
For these rotor exit data, the requirement of flow angle information is an added 
complication. In particular, if a hot-wire or other technique is required to measure the flow angle, 
then the velocity information is likely paired with those results. However, these results show that 
only one radial position is required, thereby opening additional benefits which maintain this total 
pressure technique as a viable approximation method. Of note, flow angle measurements at one 
radial position are considerably less time-consuming than a full radial traverse. Furthermore, the 
position of the example target zones shown in Figure 3.27 in the mid-span region and outside the 
high-unsteadiness wake region suggests that a simplified two-component velocity technique (e.g., 
X-wire) is sufficient and three-component velocity measurements are not a requirement. Finally, 
the mid-span positioning of these target zones also makes it possible to utilize computational 
fluid dynamics (CFD) results to determine the relationship in Figure 3.25(c), given that 
computational tools are typically more accurate in these mid-span regions than in highly three-
dimensional endwall flows. 
To evaluate the effectiveness of this blockage approximation scheme, Figure 3.28 shows a 
comparison of the blockage calculated from hot-wire data (bars) with the time-resolved total 
pressure approximation (markers). These blockage data are compared for the three regions – hub, 
mid-span, and tip – as defined in Figure 3.21. For the TC1 results at NL in Figure 3.28, the total 
pressure blockage approximation agrees with the hot-wire method within approximately one 
Target Zone









































































percent blockage or better for each of the three regions. The largest discrepancy occurs for 




Figure 3.28: Blockage comparison from hot-wire (HW; bars) and time-resolved total pressure 
(Po; markers) in three radial regions (tip, mid, hub) and integrated (int) across the entire span 
for TC1 at NL. 
 
3.4.5. Evaluating Blockage Schemes through the Compressor 
Using the methods presented here, the integrated blockage through the compressor is 
evaluated using the standard velocity method and the new pressure-based methods. For this study, 
detailed pressure measurements were collected for all three tip clearance configurations, but hot-
wire velocity data were collected only for the smallest and largest tip clearance configurations, 
TC1 and TC3. As a result, these comparisons provide additional insight to the blockage 
development in this three-stage axial compressor, without the need to invest the time for a hot-
wire velocity measurement with TC2. To evaluate these comparisons, results are presented 
comparing the blockage through the compressor in the tip region, the mid-span region, and the 
overall integrated blockage. 
To begin, Figure 3.29 shows the development of tip blockage through the compressor using 
the traditional velocity-based method from hot-wire (HW) measurements and the proposed 
approximations with total pressure measurements. Comparisons at nominal loading are shown in 
Figure 3.29(a), and Figure 3.29(b) shows high loading comparisons. From these results, several 
observations may be drawn. First, a pattern of increased blockage at rotor exits, and then 
decreased blockage at stator exits, is present for both loading conditions and all tip clearances 
through the compressor. This result is typical because the tip leakage flow is the primary 
contributor of tip blockage at rotor exit, but its influence is dispersed after passing through the 
downstream stator. Second, the approximated pressure-based tip blockage compares very well 
with the velocity-based calculations – typically on the order of one percent blockage or better. 





















TC3 than TC1 at HL. Based on this, the development of blockage in the tip region does not trend 
linearly with relative tip gap size, especially for the NL operating condition. 
 
Figure 3.29: Comparison of true blockage (hot-wire) and approximated blockage (total pressure) 
in the tip region: (a) NL, (b) HL. 
 
Figure 3.30 shows a similar development pattern through the compressor for mid-span 
blockage. For the nominal loading condition in Figure 3.30(a), the blockage changes minimally 
across measurement positions moving axially through the compressor. For the high loading 
condition in Figure 3.30(b), the up-and-down pattern is reversed from the tip region in Figure 
3.29(b). Specifically, in Figure 3.30(b), the mid-span blockage is greater at the stator exit planes 
and then decreases at the rotor exit planes. For all conditions shown, the pressure-based blockage 
approximation provides a good representation of the velocity-based measurements, with mid-
span blockage discrepancies typically on the order of one to two percent. 
The HL results in Figure 3.30(b) are of particular interest as the blockage trend with 
increased tip clearance changes at rotor exit measurement locations compared to stator exit 
positions. At the rotor exit conditions, the increase of the tip leakage flow size with increased tip 
clearance leads to a redistribution of fluid to lower spanwise locations. As a result, the mid-span 
(and hub, although not shown here) are energized and blade surface separation tendencies 
decrease, leading to a reduction of blockage associated with the blade wake. This differs from 
the NL condition, for which the wake thickness and corresponding velocity defect at mid-span 
are relatively insensitive to the increase of tip clearance. At the stator exit planes at HL, however, 
the change of stator inlet conditions due to the tip leakage flow and the flow redistribution leads 
to an increase of wake thickness in the mid-span and near the tip, but a decrease of wake 
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Figure 3.30: Comparison of true blockage (hot-wire) and approximated blockage (total pressure) 
in the mid-span region: (a) NL, (b) HL. 
 
Finally, the overall integrated blockage information in Figure 3.31 provides a holistic 
comparison of these blockage approximation techniques. As before, nominal loading 
comparisons are shown in Figure 3.31(a) and high loading comparisons are shown in Figure 
3.31(b). Although the hub blockage is not shown explicitly here for brevity, the overall results in 
Figure 3.31 lead to several notable observations: First, the pattern of increased blockage at rotor 
exits and decreased blockage at stator exit positions identified for the tip region (Figure 3.29) 
directs the overall blockage for the NL condition in Figure 3.31(a). At the rotor exit plane, the tip 
leakage flow contributes to large blockage, but that blockage decreases after passing through the 
stator. This observation is consistent for all three tip clearances based on both the velocity data 
and the pressure data. However, this trend is not present at HL. At the high loading condition, the 
significant increase of blockage through the mid-span (Figure 3.30(b)) dictates the change of 
shape shown in Figure 3.31(b). The results presented here separating the blockage contributions 
into distinct regions of the annulus provide new insights about how blockage develops through a 
multistage axial compressor as a result of large rotor tip clearances. 
 
Figure 3.31: Development of integrated blockage through the compressor combining 





































































25 R1 exit S1 exit R2 exit S2 exit R3 exit S3 exit
NASA/CR—2017-219697 52
  
3.5. Over-Rotor Static Pressures 
3.5.1. Influence of Loading Condition on Leakage Flow Trajectory 
In previous work, Berdanier and Key (2015b, 2016c) showed the utility of fast-response 
flush-mounted over-rotor static pressure transducers. Using the definitions for EA and RMS 
pressures introduced above, an example set of EA and RMS static pressures are shown in Figure 
3.32 (a) and (b), respectively. 
Yoon et al. (2006) used these RMS pressures to identify the trajectory of the tip leakage 
flow by tracing the locus of peak unsteadiness positions. A visual comparison of Figure 3.32 (a) 
and (b) shows that the same leakage flow trajectory is identified by the boundary of the low-
pressure trough from the EA static pressures in Figure 3.32(a) and the locus of peak RMS 
unsteadiness in Figure 3.32(b). Using results similar to Figure 3.32(b) for the other loading 
conditions, the leakage flow trajectories have been identified for the LL, NL, and HL conditions, 
as defined by the speedlines in Figure 3.33(a). These trajectories are shown in Figure 3.33(b) (the 
PE trajectory is not shown due to its relative similarity to NL). For the two high flow rate 
conditions, NL and LL, Figure 3.33(b) shows that an increase in rotor tip clearance has the effect 
of moving the leakage flow trajectory closer to the blade suction surface – the same effect as 
unloading the blade row. The same non-linear leakage flow trajectory noted for Figure 3.32(b) 
can also be identified at the LL condition. 
 
 (a) (b) 
Figure 3.32: Example over-rotor static pressure results for 























































Figure 3.33: Operating condition definition and corresponding leakage flow trajectories for 
matched corrected mass flow rate (all loading conditions). 
 
As the loading is increased, the position of peak pressure difference across the blade tip 
moves toward the leading edge, and the location of leakage flow inception moves upstream. 
Figure 3.33(b) also depicts a noticeable change of the leakage flow trajectory at the high loading 
condition as the tip clearance increases. Specifically, the two larger clearances, TC2 and TC3, 
turn more noticeably away from the axial direction and toward the adjacent blade, whereas the 
TC1 trajectory portrays a more linear path. This observed change in behavior for the HL 
condition can be attributed to the relative proximity of the HL points to the stall point for each tip 
clearance, as outlined in Table 3.1 (see also Figure 3.33(a)) recalling the equation for stall 
margin: 
 SM = <TPR= > ?bc6dd − <TPR= > ?<TPR= > ? × 100%	. (3.13)
 
Table 3.1: Stall margin calculated for HL condition.  






In previous work by Erler et al. (2016), the stall margin is estimated by the position of the 
interface between the tip leakage flow and the incoming flow. Based on this work, the 
differences between high loading trajectories shown in Figure 3.33(b) resulting from the 
difference in stall margin at HL should collapse if the data are instead compared at equivalent 



































stall margin. Thus, data were collected for TC1 and TC2 at an equivalent TC3 stall margin of 
9.3%, as shown in Figure 3.34(a), and the corresponding trajectories are compared in Figure 
3.34(b). Referring to Figure 3.33(b), however, the PE, NL, and LL operating points identified 
leakage trajectory angles which decreased with increasing tip clearance. Thus, matching stall 
margin will not have the desired effect of collapsing the trajectories at these operating conditions. 
As an alternative, comparing loading conditions using a ratio of total pressure ratio to 
corrected mass flow rate, TPR  ,⁄ , can be used to approximate equivalent incidence between 
different configurations. The resulting operating points from this comparison are identified by an 
asterisk in Figure 3.34(a), PE*, NL*, and LL*. The trajectories resulting from these positions are 
presented in Figure 3.34(b). These results show that for flow rates greater than or equal to the 
peak efficiency point, equivalent leakage flow trajectory angles are achieved with different tip 
clearances when the rotor incidence is matched – e.g., with the ratio TPR  ,⁄ . Furthermore, the 
leakage flow inception position along the blade chord also collapses at these matched conditions, 
resolving the discrepancies identified in Figure 3.33(b). Although the results presented here for 
Figure 3.33(b) and Figure 3.34(b) are specific to Rotor 1, the same observations are true for these 







Figure 3.34: Operating condition definition and corresponding leakage flow trajectories for 
matched stall margin (HL) and matched TPR/ , (PE, NL, LL). 
 




































 (a) (b) 
Figure 3.35: Leakage flow trajectories for matched stall margin (HL) 
and matched TPR/ , (NL, LL): (a) Rotor 2, (b) Rotor 3. 
 
3.5.2. Influence of Stator Wakes on Leakage Flow Trajectory 
Berdanier and Key (2015b) previously addressed the observation that adjacent stator vanes 
may affect the development of the tip leakage flow in the blade passage. Specifically, as the rotor 
(e.g., Rotor 2) passes through the wake from the upstream stator vane (e.g., Stator 1), a 
temporary change in loading is sensed as a result of the absolute velocity deficit in the wake, and 
this change in loading may influence the development of the tip leakage flow. Additionally, the 
propagation of the low-momentum wake fluid through the rotor passage is likely to continue 
interacting with the tip leakage flow and affect both its trajectory across the passage and radial 
movement within the passage. 
To better understand this relationship, the same over-rotor static pressure measurements 
were repeated for several loading conditions with the baseline tip clearance, TC1. A cartoon 
schematic, Figure 3.36, outlines this measurement process. The sensors are in fixed positions in 
the compressor casing, but the upstream and downstream stator vanes can be moved (either 
simultaneously or independently) through the use of a series of linear actuators. Thus, Figure 
3.36 shows representative measurements that may be collected at two vane positions with respect 
to the fixed measurement locations: (a) sensors are circumferentially located at mid-passage with 
respect to the trailing edge of the upstream stator, or (b) the sensors are circumferentially located 




Figure 3.36: Schematic of leakage flow measurements over the rotor for two vane wake-leakage 
flow interaction positions, (a) and (b). 
 
In each case, the time-resolved measurements are phase-locked with the rotor rotation, so 
the shaded measurement region identifies one rotor blade pass period of data. The cartoons in 
Figure 3.36 show measurements over Rotor 2 for which the upstream and downstream stator 
vanes were moved together, but data were also collected over Rotor 2 when Stator 1 and Stator 2 
(the upstream and downstream vane rows) were moved independently from one another. 
To assess this effect, the IGV and Stator 1 were moved to 25 unique equally-spaced 
pitchwise positions with respect to the fixed pressure sensors over Rotor 2. A smooth modulation 
of static pressures over Rotor 2 can be identified by moving cyclically through the 25 pitchwise 
positions, but only two out-of-phase positions are shown here for comparison, identified in 
Figure 3.37 as 0% vp and 52% vp. These measured data represent the sensor positions (a) and (b) 
identified in Figure 3.36, respectively. For these results in Figure 3.37, the vanes downstream of 
Rotor 2 (Stator 2 and Stator 3) were maintained in fixed positions to separate effects due to the 
upstream stator wake from the potential field associated with the downstream vanes. 
 
 
Figure 3.37: Rotor 2 static pressure unsteadiness for 
two Stator 1 positions half a passage out-of-phase 
from one another. 
 
The pressure RMS unsteadiness results for these two discrete vane positions shown in 
Figure 3.37 have been used to determine the leakage flow trajectories, as explained in the 




























an identifiable difference of nearly three degrees between 0% vp and 52% vp. Although this 
difference may seem small, it is significant compared to the effects associated with changes of 
tip clearance or loading condition, as will be shown later in this paper. 
A procedure similar to the one outlined for Figure 3.37 was followed to identify whether 
the potential field associated with the downstream vanes may also affect the trajectory of the tip 
leakage flow. In this case, the IGV and Stator 1 were maintained in fixed positions while Stator 2 
and Stator 3 were moved simultaneously to 25 pitchwise positions. The time-averaged static 
pressure downstream of the Rotor 2 trailing edge was used to identify the vane positions 
associated with the minimum and maximum static pressure field related to Stator 2. The leakage 
flow trajectories from these vane positions are presented in Figure 3.38(b). These results confirm 
that there is no discernable effect on the trajectory of the tip leakage flow associated with the 
downstream potential field compared to the effect from the upstream vane wakes. The same 
conclusion can be made regarding the results at the high loading condition, although not shown 
here. Thus, previous authors have identified a stator-rotor interaction governing the development 
of the rotor tip leakage flow, but these measurements help to specifically discern between 
upstream and downstream vane effects. 
The interaction between the tip leakage flow and the downstream potential field may 
depend on the geometry of the compressor. In particular, the axial spacing between the adjacent 
blade rows will determine the extent to which the potential field interacts with the TLF. The 
exponential decay of the potential field as it propagates upstream governs that its influence will 
approach zero at one stator pitch distance upstream of the stator leading edge. For the present 
compressor, one stator pitch upstream of the vane leading edge corresponds to roughly mid-
chord within the rotor passage. For Rotor 1, Rotor 2, and Rotor 3, the exact positions are 48%, 
49%, and 61% axial chord, respectively. Based on this, although the tip leakage trajectories are 
clearly identified beyond 60% axial chord for the NL condition (e.g., Figure 3.37), the 





Figure 3.38: Rotor 2 leakage flow trajectories: (a) Stator 1 pitchwise positions 
0%vp and 52%vp identified in Figure 3.37; (b) Stator 2 positions for Stator 2  
and Stator 3 movement (with IGV and Stator 1 fixed). 
 
3.5.3. Blade-to-Blade Leakage Flow Variability 
In general, compressor measurements associated with the rotor are often considered in an 
average form, neglecting variations which may exist from one blade to the next – similar to the 
results presented in Figure 3.32. However, small manufacturing defects in the blade hardware 
and blade row interactions within the machine can create substantial variations which must be 
considered, as identified in rotor wake variability studies by previous authors (Smith et al., 2016; 
Sherman et al., 1996; Boyd and Fleeter, 2003; Key et al., 2010) Thus, it is also desirable to 
assess blade-to-blade variations of the tip leakage flow and a contextual comparison with respect 
to the influence of upstream stator wakes identified in the previous section. 
As explained in Chapter 2, the runout of the rotor blade tips has been evaluated using a dial 
indicator with a rolling tip. These measurements, recast in Figure 3.39, represent the blade-to-
blade variation of static (non-operating) tip clearance height at any fixed location about the 
circumference of the compressor. The information in Figure 3.39 shows that the blade-to-blade 
tip clearance varies on the order of 3×10-3 to 5×10-3 in. (depending on rotor row) around the 
circumference of the rotor. However, there is also a particularly large discrepancy for Blade 9 of 
Rotor 3, which shows a significant increase of tip clearance of approximately 1×10-3 in. 





Figure 3.39: Blade-to-blade variation of rotor tip clearance 
with respect to Blade 1 for each rotor row. 
 
Based on the information in Figure 3.39, it is expected that a discernable change of tip 
leakage flow pattern may be identified for Blade 9 of Rotor 3. Indeed, if the RMS results for 
Rotor 3 are maintained as 30 separate data sets (one for each blade) instead of an average blade 
pass period representing the entire row, Figure 3.40 shows that Blade 9 can be easily identified 
by its leakage flow pattern which differs noticeably from its adjacent blades. In this case, the 
local tip clearance increase for Blade 9 creates a larger region of high unsteadiness identified by 
the RMS which is more dispersed throughout the blade passage, compared with the more 
localized trajectories crossing the blade passage for the other blades. Moreover, the clearances 
for Blade 8 and Blade 10 in Fig. 10 are nearly identical. However, the change of the tip leakage 
flow for the increased clearance of Blade 9 locally affects the loading of the adjacent blade, 
Blade 10, causing the leakage flow of Blade 10 to behave differently than Blade 8, despite their 
similar clearance values. 
To compare the blade-to-blade variations of tip leakage flow unsteadiness with the vane 
wake modulation presented above, RMS signatures from the sensor at 50% axial chord are 
shown in Figure 3.41. Figure 3.41(a) shows the blade-to-blade variability of the RMS 
unsteadiness for each of the 30 blade pass periods corresponding to the data in Figure 3.40, and a 
representative average blade pass period is also identified by the arithmetic mean of the signals 
from the individual blades. Similarly, Figure 3.41(b) shows the modulation effect of the RMS 
unsteadiness due to the upstream vane wake for the same condition. In Figure 3.41, the peaks 
centered around  BPP⁄ = 0.2 represent the blade passing event, and the rise of unsteadiness in 
the range of  BPP⁄ = 0.4 − 0.8 represents the tip leakage flow. Based on the results in Figure 
3.41, the minimum-to-maximum blade-to-blade variability of RMS unsteadiness in the tip 
leakage flow, Figure 3.41(a), is of similar magnitude to the modulation due to vane positions, 
Figure 3.41(b). However, a majority of the blade-to-blade traces in Figure 3.41(a) align with the 
average, such that only a few outliers are present. On the other hand, the vane wake modulation 






































































Figure 3.40: Blade-to-blade leakage flow pattern variability for Rotor 3 with TC1 at NL. 
 
 
Figure 3.41: Comparison of RMS signatures at 50% axial chord for Rotor 3 with TC1 at NL: 
(a) 30 individual blade pass periods at one vane position, (b) Average blade pass period for 
25 unique vane positions across one stator pitch. 
 
Aside from the differences for Blade 9 identified in Figure 3.40, blade-to-blade variations 
of the TLF are also visible for other blades which do not necessarily correlate with the clearance 
variations in Figure 3.39. Figure 3.42 shows a similar comparison of blade-to-blade leakage flow 
variability, but for all 30 blades from the Rotor 3 row at the larger tip clearance TC3. In Figure 
3.42, the 30 blades have been segmented into three 10-blade series. 
For this facility, the difference of blade counts between Rotor 1, Rotor 2, and Rotor 3 (36, 
33, and 30, respectively) introduces a 3/rev modulation of the flow field for both Rotor 2 and 
Rotor 3. Figure 3.42 highlights the effect of this 3/rev modulation on the tip leakage flow. An 
assessment of the EA static pressure signals (not shown) highlights troughs of this 3/rev 
modulation which exist at blade numbers of approximately 3, 13, and 23, and peaks located at 
blade numbers of 8, 18, and 28. The data in Figure 3.42 identify these same trends as the 3/rev 
troughs at Blades 3, 13, and 23 show lower leakage flow intensities than the peaks at Blades 8, 
18, and 28. 
However, the results in Figure 3.42 tell an additional story as the 3/rev modulation is 
superimposed with the 1/rev tip clearance variations identified for Rotor 3 in Figure 3.39. A 
specific comparison of the TLF pattern for Blades 3, 13, and 23 (the troughs of the 3/rev 
modulation) shows highest intensity in the leakage flow for Blade 23 and lowest intensity (with 




















































Based on the data shown in Figure 3.40 and Figure 3.42, it is determined that the effect of 
small blade-to-blade tip clearance variations, such as the one identified for Blade 9 from Rotor 3, 
are most noticeable in the leakage flow unsteadiness if the tip clearance height is small (i.e., TC1 
instead of TC3). This observation could be due to the fact that a 1×10-3 in. change represents a 
larger fraction of the overall clearance height for TC1 (nominally 0.030 in.) than for TC3 
(nominally 0.080 in.), but the closer proximity of the sensors to the blade tips for TC1 may also 
make the sensors more sensitive to these small variations. 
 
Figure 3.42: Blade-to-blade leakage flow pattern variability for Rotor 3 with TC3 at NL. 
 
Similar to the stator wake interaction highlighted in Figure 3.38, the blade-to-blade 
variations identified in Figure 3.40 and Figure 3.42 are also important for quantifying changes of 
the tip leakage flow angle. In this case, the leakage flow angle, ', is defined with reference to an 
axial reference datum, as shown in Figure 3.43. In this figure, two leakage flow trajectories are 
shown for each rotor at two loading conditions, NL and HL. The minimum and maximum traces 
define the envelope of trajectory angles representing the blade-to-blade variations. This angular 
envelope for Rotor 1 is 1.8 degrees for both NL and HL. The blade-to-blade variation of 
trajectory angle shows no discernible trend with the tip clearance height (e.g., Figure 3.39), and 
no rotor-rotor interactions are expected for the Rotor 1 results. 
However, several differences exist for the Rotor 3 results in Figure 3.43 compared to 
Rotor 1. In particular, the envelope of blade-to-blade trajectory angle variation for Rotor 3 is 1.5 
degrees for NL, but increases to 2.2 degrees for HL. Also, the axial location of leakage flow 
inception and the leakage flow trajectory angle are more similar between the NL and HL 
positions for Rotor 2 than for Rotor 1. In this case, although a weak trend of trajectory angle with 
blade-to-blade tip clearance variation exists, there is no discernible trend associated with the 
other engine-order frequencies introduced previously. The Rotor 3 envelopes are nearly identical 
to the Rotor 2 trends (1.5 and 2.2 degrees for NL and HL respectively). For comparison, these 
blade-to-blade differences of tip leakage trajectory angle with a fixed position of the adjacent 
stator vanes are consistently on the order of 75% of the average modulation introduced by the 



































Figure 3.43: Maximum and minimum leakage flow angle variations for TC1: 
(a) Rotor 1, (b) Rotor 2, (c) Rotor 3. 
 
3.5.4. Quantifying Tip Leakage Flow Trajectory 
Using the leakage flow trajectory identification techniques presented in this paper, the 
angle of the leakage flow trajectory can be determined. The results from the present study are 
shown for each of the three rotors at the four loading conditions in Figure 3.44. Several of the 
NL and HL data points for TC1 in Figure 3.44 also include range bars which identify the 
variations of tip leakage trajectory angle associated with the modulation of the TLF due to the 
upstream vane wakes (as calculated using information similar to Figure 3.37). The data in Figure 
3.44 are presented as a function of measured tip clearances instead of the “nominal” design 
values. These operating clearances account for thermal growth differences related to changes in 
loading and ambient temperature discussed by Berdanier and Key (2015a). 
The results in Figure 3.44 highlight several trends. In particular, the leakage flow trajectory 
angles change differently for Rotor 1 than for Rotor 2 and Rotor 3, both of which show similar 
trends at all four loading conditions. For all rotors, however, there is a consistent trend of 
decreasing trajectory angle with increasing tip clearance for LL, NL, and PE, but an increasing 
trend for the HL condition. At the HL condition, the relative difference of stall margin between 
the three clearance configurations has a more profound effect on the flow. 
The results for Rotor 1 in Figure 3.44 show that the leakage trajectory angles vary almost 
linearly with increasing rotor tip clearance for the range of clearances investigated in the present 
study. This result is in alignment with the model introduced by Chen (1991) in comparison with 
experimental data from single-stage machines and isolated rotor tests. In contrast to these 
Rotor 1 observations, the data for Rotor 2 and Rotor 3 show insignificant changes of leakage 
flow trajectory angle for a tip clearance change from TC1 to TC2. This noted difference for 
Rotor 2 and Rotor 3 is crucial to this study because it shows a trend which would be otherwise 
overlooked if only two tip clearances were studied (e.g., TC1 and TC3, as was the case for the 
data presented by Yoon et al. (2006)). Furthermore, this result suggests additional multistage 
effects on the tip leakage flow trajectory which may be overlooked in the model from Chen. This 
difference of leakage flow trajectory angles between Rotor 1 and the other two rotor rows agrees 
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with previous observations in this facility suggesting a difference of Rotor 1 performance with 
increased tip clearance compared to the downstream rotors. 
 
 
Figure 3.44: Leakage flow trajectory angle versus normalized clearance height.  
Range bars identify change of trajectory angle due to interaction with the 
upstream vane wake. 
 
Results similar to the measurements presented in Figure 3.44 have also been collected by 
Yoon et al. (2006) over Rotor 3 in a four-stage low-speed research compressor with repeating 
stages. A comparison of the Rotor 3 results from the present study with the measurements 
collected by Yoon et al. is shown in Figure 3.45. 
Previous authors have introduced the clearance derivative as a method for evaluating the 
change of a particular parameter with changes in tip clearance. In this case, a clearance 
derivative for leakage flow trajectory angle is defined with respect to the clearance-to-pitch ratio: 
 g = Δ'Δ(/)	. (3.14)
In Figure 3.44 and Figure 3.45, the clearance-to-pitch ratio was selected instead of the 
clearance-to-chord ratio used by Yoon et al. (2006) (or clearance-to-span, which is typically used 
as a metric for efficiency changes) to present trajectory angle changes. The clearance-to-pitch 
ratio was also chosen to avoid discrepancies of aspect ratio between the two facilities compared 
in Figure 3.45. A comparison between the four-stage low-speed compressor used by Yoon et al. 
with the machine used for the present study shows a difference of aspect ratio from 
approximately 1.2 to approximately 0.7, respectively. 
The relationship between pitch and blade loading, as well as the contribution of pitch as a 
representative length scale in the measurement plane over the rotor, combined to guide the 
selection of clearance-to-pitch as the representative metric for comparison. However, the relative 
dissimilarity of blade pitch for Yoon et al. (2006) and the present study creates an opportunity to 
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evaluate the dependence of observed trends to a particular compressor design. Furthermore, the 
rotor blade sections differ between the current study (DCA) and the Yoon et al. study (GE E3). 
A comparison of the results from the present study in Figure 3.45 with the data presented 
by Yoon et al. (2006) shows good agreement using the clearance-to-pitch ratio on the abscissa. 
Especially at the LL and HL conditions, the clearance derivatives are nearly identical when the 
widest tip clearance range is considered for the present study (TC1 to TC3). However, the 
absence of a third tip clearance configuration for Yoon et al. makes it difficult to conclude 
whether the same non-linear trend is expected for all multistage compressors. For reference, if 
the Rotor 2 results from the present are selected for comparison with Yoon et al. instead of 
Rotor 3, the results are also similar based on the nearly identical trends between Rotor 2 and 
Rotor 3 in Figure 3.44. 
In general, the position of leakage flow inception may be subject to the loading distribution. 
For the compressor analyzed in this study, the tip sections of the DCA rotors are loaded such that 
the maximum pressure difference occurs near 35% 9 for LL, approximately 30% 9 for NL and 
PE, and 20% 9  for HL. However, Chen (1991) showed that the leakage flow trajectory is 
governed by the blade parameters, not the loading distribution. Although the different blade 
profiles for the present study and Yoon et al. (2006) yield leakage trajectory angles which differ 
in magnitude, the trend of trajectory angle with clearance is the same. As a rule-of-thumb, these 
data suggest that the leakage flow trajectory angle will decrease approximately one degree for 
every one percent increase of clearance-to-pitch when rotor incidence angle is large and negative. 
Similarly, approximately one degree of trajectory angle increase is expected for every one 
percent of clearance-to-pitch when rotor incidence is large and positive. 
Although these data show trends which may apply for large clearance changes, it is 
important to observe that a critical clearance may exist, leading to significant differences of the 
clearance derivative for leakage flow angle assessed here. For the present study, the critical 
clearance represents the TC2 clearance height. By this proposed effect, a change from a “small” 
to a “moderate” clearance height (i.e., TC1 to TC2) may be met by little or no change of leakage 
flow angle, whereas a change from a “moderate” to “large” clearance height (i.e., TC2 to TC3) 
may incur significant changes. 
Further comparison of the present study results in Figure 3.45 with the data from Yoon et al. 
(2006) also shows that the peak efficiency point from the comparison study has a positive 
clearance derivative which was not observed in the present study. Despite this difference, the 
observed trends at LL and HL are similar between two machines with different blading 
parameters – the primary influencing component according to Chen (1991). 
The range bars in Figure 3.45 show that the leakage flow modulation associated with the 
upstream vane wake has a profound influence on the leakage flow. In fact, the change of leakage 
flow angle due to this stator-rotor interaction is greater than the change due to a doubling of the 
tip clearance height (TC1 to TC2). At this point, however, there is sufficient information to 
determine that the stator-rotor interaction plays a significant role in the development of the tip 
leakage flow, and this relationship must be appropriately considered when comparing 





Figure 3.45: Rotor 3 leakage flow trajectory trends compared 
with results from Yoon et al. (2006). 
 
Further comparison of the present study results in Figure 3.45 with the data from Yoon et al. 
(2006) also shows that the peak efficiency point from the comparison study has a positive 
clearance derivative which was not observed in the present study. Despite this difference, the 
observed trends at LL and HL are similar between two machines with different blading 
parameters – the primary influencing component according to Chen (1991). 
The range bars in Figure 3.45 show that the leakage flow modulation associated with the 
upstream vane wake has a profound influence on the leakage flow. In fact, the change of leakage 
flow angle due to this stator-rotor interaction is greater than the change due to a doubling of the 
tip clearance height (TC1 to TC2). At this point, however, there is sufficient information to 
determine that the stator-rotor interaction plays a significant role in the development of the tip 
leakage flow, and this relationship must be appropriately considered when comparing 
experimental data with computational results. 
3.6. Stator Hub Seal Leakage Flow 
3.6.1. Time-Averaged Results 
Berdanier and Key (2015b) previously presented Stator 3 seal flow rate measurements 
accompanying a series of detailed compressor map data for this compressor facility. To further 
develop this data set, stator hub shroud cavity pressure measurements were simultaneously 
collected for both Stator 1 and Stator 2 for TC1. The compressor map points outlined by 
Berdanier and Key (see Figure 2.2) were matched to provide additional boundary conditions for 
those available data sets. However, additional points were also measured in between these pre-
defined operating points to yield a high-resolution speedline for each of the four operating speeds. 
Because the measurements were collected from high-frequency response pressure transducers, 











































time-resolved data are available, but the time-averaged results are considered here first in Figure 
3.46. 
In Figure 3.46, the differential pressure across the knife seals is shown separately for 
Stator 1 and Stator 2 at the four identified corrected speeds (100%, 90%, 80%, and 68%). The 
instrumentation design for these measurements accommodated sensor positions at two discrete 
locations around the compressor circumference. These measurement locations were located 
seven degrees from the horizontal center of the compressor, as shown in Figure 3.47. Thus, for 
each stator and each speed in Figure 3.46, two curves are presented: one for Half (a) and another 
for Half (b). For each of these curves, markers identify the pre-defined compressor map points 
discussed above. Furthermore, measurements for each of these curves were repeated on several 
days, and a representative range bar is shown on the curves denoting test-to-test variability of 
these results. 
From Figure 3.46, it can be seen that the trend of differential pressure, Δh, across the flow 
range is noticeably different for Stator 1 versus Stator 2. In particular, all four speeds for Stator 1 
show a rise of differential pressure as loading increases, followed by a flat portion of the curve, 
and then a decrease at low flow rates approaching stall. This trend is consistent between Half (a) 
and Half (b), although the relative magnitude of Δh decreases for Half (b), such that a greater 
discrepancy between the two halves of the compressor is observed at 100% i than for 68% ,. 
On the other hand, the Stator 2 results in Figure 3.46 show a steady rise of Δh as loading 
increases (flow rate decreases) until a peak Δh is reached near the HL point (specifically for the 
100% speedline). As flow rates decrease further, the differential pressure drops slightly, and then 
begins to rise again prior to stall. In particular for measurements collected in Half (a) of the 
compressor, a second drop of Δh is observed immediately before stall at 100% and 90% ,. 
 
Figure 3.46: Pressure drop across Stator 1 and Stator 2 knife seals at four speeds for TC1. 
Markers identify map points in Figure 3.1. 
 











































Figure 3.47: Sensor measurement positions for Half (a) and Half (b) noted in Figure 3.46. View 
is forward looking aft (FLA). 
 
Based on the differential pressure measurements presented in Figure 3.46, a comparison is 
desired with the static pressure difference across the stator vane. For the compressor map data 
available from Berdanier and Key (2015b), static pressure in the primary flowpath was measured 
using static pressure taps located at the outer diameter of the flow annulus. Under a parallel 
streamline assumption, the static pressure across the span is constant. Thus, the static pressure at 
the inner diameter of the flowpath (essentially the inlet and exit of the shroud cavity leakage flow) 
can be defined by these casing-measured static pressures. The differential pressures from these 
static pressure taps are presented in Figure 3.48. In this figure, Stator 1 and Stator 2 data are 
shown in parts (a) and (b), respectively, and a schematic of the static pressure measurement 
locations is shown in part (c). 
An initial observation for these comparison Δh data is that the magnitudes are lower than 
for the knife seal Δh data in Figure 3.46. It is expected that this difference of magnitudes is 
associated with the decreased flow area and increased flow velocity across the seal teeth. 
However, the general shape of the curves in Figure 3.48 generally mirrors the shapes identified 
in Figure 3.46. Specifically, the rise, flat-top, and then drop for Stator 1 moving from high flow 
rates toward lower flow rates is mirrored in the casing static pressure data. Further, the steady 
rise of Δh for Stator 2 as loading is increased is also present, and a similar peak is identified near 
the HL point of 100% ,. As loading is increased further past HL, the Δh for Stator 2 in Figure 
3.48 drops as with the cavity pressures, and the curve appears to begin to level off for the last full 
traverse point (recalling here that the data point identifying the lowest flow rate in Figure 3.48 
does not represent the stall point, but a safe operating point near stall). However, the NS point in 




  (a) (b) 
  (c) 
Figure 3.48: Casing pressure drop for map points noted in Figure 3.46: (a) Stator 1, (b) Stator 2, 
(c) Schematic of measurement positions. 
 
Ultimately, these cavity pressure measurements provide valuable information which can be 
used for boundary conditions when modeling the shroud cavities in this three-stage compressor. 
Future analysis of these results, in combination with the three-component velocities and pressure 
data at the inlet and exit of the shroud cavities may provide additional insight along the same 
lines as Wellborn (1996). The shape of the Stator 2 curves near stall in Figure 3.46 is of 
particular interest, and it is possible that these data may be influenced by the large hub corner 
separation which develops for Stator 2 at high loading conditions. This hypothesis may be tested 
further by collecting similar Δh measurements with TC2 and TC3 configurations, which alleviate 
the corner separation at the hub of Stator 2, as shown above in Figure 3.5 and Figure 3.9. 
 
3.6.2. Considerations for Calculating Mass Flow Rate 
Wellborn (1996) outlines an equation for calculating mass flow rate through a knife seal 
using differential pressure measurements across the seal teeth, as derived by a linear momentum 
balance applied to a control volume surrounding the seal teeth: 






































 j = kl 5 m ⁄^1 − (m ;⁄ )O7^kn; − knO$ 	. (3.15)
In this equation, the leakage flow rate,  j, is a function of the area above the seal tooth, m, the 
area of the flow in the cavity adjacent to the seal tooth (i.e., where the sensors are located), ;, 
the throughflow area, , pressure coefficients defined by the two measured pressures, kn, and the 
flow coefficient, $. Because Wellborn developed this equation for application to a series of low-
speed compressor tests, it contains several simplifications and assumptions. Of note, this 
equation contains a constant density assumption which may not be applicable for the present 
compressor. 
Perhaps more important, however, Equation (3.15) relies on a discharge coefficient, kl, 
which is crucial for calculating flow rate through an orifice such as the knife seal flow analyzed 
here. Wellborn (1996) proposes a linearized logarithmic relationship for kl as a function of the 
seal tooth width and the seal tooth clearance based on a representative seal tooth geometry from 
the results of Mahler (1972). In this study, Mahler shows extensively how seal tooth geometry 
can considerably influence the discharge coefficient (Figure 3.49), and similar results show a 
significant influence by Reynolds number and other governing parameters. 
 
 
Figure 3.49: Discharge coefficient for different seal tooth geometries (Mahler, 1972). 
 
Based on the relationships outlined by Mahler (1972), and specifically the data shown here 
in Figure 3.49, the value of kl  may easily range from as low as 0.6 to nearly 1.0, and the 
geometrical changes required to cause this influence may be small. For instance, unknown seal 
tooth cross-section profiles (i.e., due to manufacturing errors), a burr or rolled edge left from 
machining or part mishandling, and even seal tooth geometry changes due to a rub of the teeth 
NASA/CR—2017-219697 70
  
with the stator hub shroud (in the event that abradable material is not present), all leave a 
significant unknown on the kl  necessary to calculate a flow rate from measured differential 
pressures. Despite this fact, the geometry definition of the seals for this project follows Series 6 
in Figure 3.49, and a tooth thickness of 0.020 in. yields a thickness-to-clearance ratio of 
approximately 0.55 (based on the measured seal clearances outlined in Chapter 2). As a result, a 
best estimate of kl for this application is approximately 0.75. 
 
3.6.3. Time-Resolved Results 
A considerable added benefit of using high-frequency response pressure transducers to 
measure the shrouded stator seal cavity pressures is the opportunity to analyze time-resolved data. 
To begin, pressure data from each of the four sensors were ensemble averaged, and the RMS was 
also quantified to analyze the unsteadiness with respect to the phase-locked EA. An example of 
these data is shown in Figure 3.50 for the PE operating point (the corresponding loading point on 
the 100% speedline for TC1 is also identified in Figure 3.50 for reference). In this figure, the 
dynamic EA pressure signals from the upstream and downstream sensors for each individual 
Stator trend together. In other words, the unsteady pressure pattern is the same for the upstream 
and downstream sensors, with only a DC offset (the Δh) separating the two sensors. 
 
 
Figure 3.50: Phase-locked results (EA and RMS) for all four sensors at PE. 
 
Figure 3.51 shows similar results at the HL operating condition. At this higher loading 
condition, the Stator 1 measurements show higher dynamic oscillations than at the PE condition, 
and the level of dynamic variation about the mean is similar for both Stator 1 and Stator 2 
sensors. Considering the RMS unsteadiness in Figure 3.51, the Stator 2 sensors show a slight rise 






















































at each end of the revolution, signifying an increase of unsteadiness in a certain portion of the 
revolution. This same rise exists in the PE results above, Figure 3.50, and analysis of all 
conditions and speeds shows that it is a trend which occurs in the “central” portion of all 
speedlines (extending from approximately NL to HL). Analysis of the NS condition, Figure 3.52, 
confirms that the RMS unsteadiness is nearly constant across the entire revolution for all four 
sensors, although a higher overall level of unsteadiness is observed. 
 
 
Figure 3.51: Phase-locked results (EA and RMS) for all four sensors at HL. 
 























































Figure 3.52: Phase-locked results (EA and RMS) for all four sensors at NS. 
 
As discussed in the preceding section analyzing the time-average results, the two halves of 
the compressor portrayed slightly different levels of differential pressure (e.g., Figure 3.46). For 
each measurement condition, instantaneous differential pressure was calculated using the raw 
time series from each sensor pair (S1 and S2), and those data were subsequently analyzed for EA 
and RMS. Here, the EA and RMS differential pressures are compared from measurements 
collected on the two halves of the compressor in Figure 3.53 and Figure 3.54 for NL and HL, 
respectively. In these figures, the EA results are nominally offset on the ordinate due to the fact 
that the differential pressures are similar in magnitude. For both loading conditions, the EA and 
RMS data follow similar dynamic patterns, despite the DC offset observed between Half (a) and 
Half (b) results. 
 























































Figure 3.53: Comparison of phase-locked differential pressure measurements from two sides of 
the compressor at NL. 
 
 
Figure 3.54: Comparison of phase-locked differential pressure measurements from two sides of 
the compressor at HL. 
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To this point, the EA pressure signals from the individual sensors and the differential 
pressures have shown that periodic conditions exist within the data, but the source of this content 
has yet to be identified. An example set of Fourier transform (FT) results from each of the four 
sensors, Figure 3.55, analyzes the frequency content of the signals at the HL operating condition. 
In Figure 3.55, a 36/rev can be identified in each of the four sensors, and this content can 
be tracked to the blade count of Rotor 1. This result is somewhat expected due to the fact that all 
four sensors are downstream of Rotor 1 and will therefore sense its presence. Perhaps somewhat 
unexpected, however, is that the largest magnitude for all four sensors comes at the 33/rev 
frequency, which is associated with the blade count for Rotor 2. For Stator 1 sensors, this means 
that a considerable amount of energy is sensed as upstream-propagating from Rotor 2, but that a 
similar amount of energy is also felt as downstream-propagating toward Stator 2. These 
observations were not expected since the large amount of upstream-propagating energy from 
Rotor 3 is not similarly noted by the Stator 2 sensors, and a large amount of downstream-
propagating energy from Rotor 1 is not similarly sensed by Stator 1. In all cases, additional 
frequency content is found scattered throughout 3/rev sums and differences due to interference 
patterns from adjacent rotor blade rows due to blade count differences of 3 blades from one row 
to the next (see Table 2.1). 
Following these example FT results for the HL condition, a waterfall plot is shown to 
identify the frequency content across the entire 100% corrected speedline for these TC1 data. In 
Figure 3.56, the FT magnitudes for each sensors are shown, and the HL condition shown in 
Figure 3.55 is noted by a vertical dashed line on each plot. 
In Figure 3.56, a few observations are noted. First, the 33/rev component is strongest for all 
four sensors across the entire range of flow rates on the abscissa. However, the magnitude of this 
component changes across the speedline, whereby it is strongest for Stator 1 measurements at 
high and low flow rates, but strongest for Stator 2 measurements in the middle range of flow 
rates. Second, an increase of broadband content exists for Stator 2 when compared with the 
Stator 1 sensors, and the greatest amount of broadband content is present at low flow rates 
approaching stall. Finally, there is an increase of high-frequency content for Stator 2 that is less 
apparent for Stator 1 sensors. These components, primarily existing above 70/rev, represent the 










Figure 3.56: Waterfall plot of all four seal cavity pressure sensors as a function of corrected mass 
flow rate for 100% ,. Dashed lines identify slices shown for HL in Figure 3.56 
 
In addition to the waterfall plots for individual sensors in Figure 3.56, a similar waterfall 
plot is constructed for each stator, representing the FT magnitudes of the differential pressures, 
Figure 3.57. For these differential pressures, the same conclusion is drawn regarding the 33/rev 
component, for which Stator 1 shows greatest magnitudes at low and very high flow rates with a 
decrease in the middle region of the flow range, but Stator 2 shows the opposite trend with 
greatest 33/rev magnitudes in the middle of the flow range. Furthermore, the differential 
pressures in Figure 3.57 show a wide band of large magnitude components ranging from 
approximately 10/rev to 30/rev for both Stator 1 and Stator 2 at low flow rates approaching stall. 
The extent of this range is wider than for the individual sensors in Figure 3.56, which showed a 




Figure 3.57: Waterfall plot of instantaneous differential pressure for Stator 1 and Stator 2 as a 






CHAPTER 4: SUMMARY AND CONCLUSIONS 
 
 
The effect of rotor tip clearances on axial compressor performance has been a focus of 
research for several decades. In general, studies have found that pressure rise capability, 
efficiency, and operability range all decrease as the rotor tip clearance height is increased. 
However, the future of gas turbine engine engineering is moving toward designs which will 
incorporate smaller blade heights in the rear stages of high pressure compressors. As a result, a 
decrease in blade heights and a corresponding increase in relative rotor tip clearances are 
expected in the rear stages of these next-generation compressors. Therefore, a better 
understanding of the fundamental flow physics and multistage performance effects related to 
large tip clearance heights in axial compressors is a necessity. 
4.1. Overview of Methods and Findings 
This work has expanded upon previous investigations surrounding the effects of large rotor 
tip clearances on the performance of a three-stage axial compressor at Purdue University. A 
series of steady and time-resolved experimental measurement techniques has been implemented 
to evaluate compressor performance and interrogate the tip leakage flow for three rotor tip 
clearances: 1.5%, 3.0%, and 4.0% based on annulus height. Beyond this, additional efforts have 
been geared toward providing data to best define boundary conditions associated with the 
leakage flow paths in the compressor. 
To supplement measurements already collected for the smallest (TC1) and largest (TC3) tip 
clearances, additional steady and time-resolved measurements of total pressure were collected 
for an intermediate clearance level (TC2) at two loading conditions on the 100% corrected 
speedline: a nominal loading point near the peak efficiency point and a low flow rate, high 
loading point. The steady total pressures provide a detailed look at the stator wake structures and 
the endwall flows. Furthermore, casting time-resolved rotor exit pressures in terms of an 
unsteadiness parameter (the RMS with respect to the ensemble average) made it possible to 
evaluate the radial and circumferential extent of the tip leakage flow structure. These 
measurements, in combination with existing three-component velocity data from hot-wire 
campaigns, helped to outline a new method for quantifying blockage in a multistage compressor 
using strictly pressure measurements (steady for stator exits and time-resolved for rotor exits). 
Additional evaluation of these results also showed how blockage develops through a multistage 
compressor at different loading conditions with different tip clearances. 
Time resolved over-rotor static pressure measurements provided additional insight to the 
development and trajectory of the tip leakage flow. From these data, it was shown different 
conditions must be met for high loading conditions and low loading conditions to equivalent 
leakage flow trajectories when tip clearance is varied. Also, the impact of upstream and 
downstream vane rows was quantified in an understanding of multistage influences of tip 
leakage flow development. In addition to building upon the body of knowledge relating to tip 
leakage flow propagation, these measurements emphasize the importance of leakage flow trends 
which are often not accounted for in experimental measurements or computational assessments. 
The measurements collected for this project represent a unique data set which contributes 




These data will serve the community as a method for validating computational design tools, 
especially at off-design conditions. Through this process, the results presented herein will aid in 
the development of new blade designs which could be desensitized to rotor tip leakage flows and 
their associated performance decrements. 
4.2. Recommendations for Future Research 
The results presented herein provide a wealth of data which will improve the understanding 
of tip leakage flow effects in axial compressors. However, there is still significant processing that 
can be performed to glean additional information from the collected data. 
The detailed flow field traverses presented here were conducted only at the nominal 
loading and high loading operating conditions. Thus, there is a multitude of additional data 
which could be collected at additional loading conditions (i.e., a negative incidence, low loading 
condition). Also, further information will be gained in the future from conducting similar 
experiments with comparable instrumentation using more modern blade profiles and next-
generation loss-mitigating blade design methodologies. 
The understanding of the rotor tip leakage flow field and its impact on the compressor 
performance developed through this study has created a unique opportunity to investigate 
leakage flow control techniques (such as casing treatments) and other leakage flow desensitizing 
design methodologies in this three-stage axial compressor. Ultimately, it is these technologies 
that will help to drive the future of robust compressor designs.  
Finally, the results presented here for shrouded stator cavity pressure measurements open a 
new opportunity to study seal leakage flows to a level of detail not previously attainable. These 
leakage flows have a profound effect on multistage compressor performance, and the initial 
pressure data available through this study provide a solid starting point from which to build 
models with accurate boundary conditions. However, a lot of interesting questions come to light 
from the unexpected spectral peak locations, the change of knife seal pressure difference with 
loading, and the trend of Δh near stall for Stator 2. Ideally, this further investigation would be led 
by a computational effort, and additional experimental data could be collected to verify CFD 
outcomes. In particular, the modular design of the instrumentation block facilitates a multitude of 
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